
Great Lakes Industrial Diesel

CUSTOMER: Site:

Pre-Start up Checks: Test Date:

X 1. Eng. Oil Level X Tested By:

X 2. Coolant Level X 5. Circuit breaker open (off) Title:

X Tested At:

Ambient Temp: 

Package Serial Number: KW:

Control Panel Model:

Engine Safeties - Operational Test and/or Set Points:

Low Oil Pressure: PSI Overspeed: RPM:

Hi Water Temp:   F Hours Before: Hours After:

Test Load/Duration: 15 MIN Min. Record Intervals

Warm Up 60.0 304 176 44 N/A 61% 28 VDC

4:00PM 60.0 504 178 41 N/A 101% 28 VDC

4:15PM 60.0 504 190 37 N/A 101% 28 VDC

4:30PM 60.0 504 199 37 N/A 101% 28 VDC

4:45PM 60.0 504 199 37 N/A 101% 28 VDC

5:00PM 60.0 504 199 37 N/A 101% 28 VDC

Cooldown 60.0 0 172 41 N/A 0% 28 VDC

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 0%

0 #####
Customer Acceptance:

By: By: Cody Herman

Title: Title: Technician

Page 1 of 1

LOAD BANK TEST REPORT

Central States Diesel Generators Asset ID: CSDG # 2854 CSDG HQ

04/05/21
4. Safety ground connected

3. Generator and load bank 
connected for proper volts

Cummins G050808453 500Engine Mfg:

 70 Deg F
100%
TECHNICIAN
Cody Herman

QSX15-G9
79117653

30 2120 1800
225 6501 6502

Engine Model:

Engine Serial Number: Power Command 2100

1 HR

TIME

VOLTS AMPS FREQ   
HZ

LOAD 
KW

COOL 
TEMP  F Lube Oil

FUEL 
PRESS

% OF 
LOAD Battery Voltage1 2 3 1 2 3

481 481 481 364 363 365

480 481 480 605 605 603

480 481 480 605 605 603

480 481 480 605 605 603

480 481 480 605 605 603

480 481 480 605 605 603

481 481 481 0 0 0



Great Lakes Industrial Diesel 

4‐5‐21        

CSDG: 2854 

Generator Check list 

 

Inspection Description 

☒ Yes ☐ No ☐ NA   Check coolant level and record freeze protection: New 50/50 coolant 

☒ Yes ☐ No ☐ NA   Visual inspection of radiator: No visible issues or performance issues 

☒ Yes ☐ No ☐ NA   Visual inspection of radiator hoses: No visible issues 

☒ Yes ☐ No ☐ NA   Check condition of coolant hoses: No visible issues 

☒ Yes ☐ No ☐ NA   Check condition of fuel hoses: No visible issues 

☒ Yes ☐ No ☐ NA   Check condition of engine belts: Good working condition 

☒ Yes ☐ No ☐ NA   Batteries and QTY: 2 4D batteries in good condition  

☐ Yes ☐ No ☒ NA   Battery install date if applicable:  

☒ Yes ☐ No ☐ NA   Genset has battery charger: Battery charger mounted by gen end 

☒ Yes ☐ No ☐ NA   Genset has coolant heater: coolant heater mount on the side of the engine 

☒ Yes ☐ No ☐ NA   Check engine oil level: Oil level full 

☐ Yes ☐ No ☒ NA   Engine oil filters last changed date and HRS:  

☒ Yes ☐ No ☐ NA   Inspect exhaust system for cracks / leaks: No issues with exhaust system 

☒ Yes ☐ No ☐ NA   Check rain cap for proper operation: No issues   

☒ Yes ☐ No ☐ NA   Generator end is 12 lead reconnectable: 12 lead with change over board 
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