
Customer: R#: 10831

Address: Test Date 3/31/2021

City/ State/ Zip

Contact: CSDG # 2886

Phone:

Engine Make/ Model: Voltage:

Engine Spec/ Serial: Amperage:

Unit Make/ Model: Kilowatts:

Unit Spec/ Serial: Power Factor

5 Min. 10 Min. 15 Min. 20 Min. 25 Min. 30 Min Cool Down

Eng Hours 166.7 166.8 166.9 167 167.1 167.2 167.2

Hertz/Cycles 60 60 60 60 60 60 60

Voltage PH1 480 480 480 480 480 480 480

PH2 480 480 480 480 480 480 480

PH3 480 480 480 480 480 480 480

Amperage PH1 357 357 357 356 357 357 0

PH2 356 357 357 356 357 356 0

PH3 357 357 356 357 357 357 0

Kilowatts 296 296 296 296 296 296 0

Oil Pressure 94 92 93 90 89 89 89

Coolant Temperature 130°F 148°F 164°F 170°F 172°F 172°F 165°F

DC Voltage 26.2 27 27.4 27.8 28 28.1 28

Natural Gas Pressure 11" wc 11" wc 11"wc 11" wc 11" wc 11" wc 11" wc

Ambient Temperature 54°F 54°F 54°F 54°F 54°F 54°F 54°F

Cable Length: 1/per leg

Technician Signature:

Central States Diesel Generators

2001 S. Prairie Ave.

Waukesha, WI. 53189

Patrick Paden

1-262-955-7655 / 1-847-997-8090

Generac SCI13GT525D 14.2L 480

452 / 361

300

 .8  / 1.0

Unit mounted breaker

9065370

Generac SG300

G9145002542

Juan Cardenas Customer Signature:

Cable/ Leg:10' Connection Point:


