
Engine Make/ Model: Voltage:

Engine Spec/ Serial: Amperage:

Unit Make/ Model: Kilowatts:

Unit Spec/ Serial: Power Factor

Warm Up Start 15 Min. 30 Min. 45 Min. 1 Hour Cool Down

Eng Hours 181.6 181.7 181.8 182.1 182.3 182.6 182.7

Hertz/Cycles 60 60 60 60 60 60 60

Voltage PH1 0 206 205 206 205 205 0

PH2 0 205 206 205 206 206 0

PH3 0 206 206 206 206 206 0

Amperage PH1 0 276 277 276 277 278 0

PH2 0 277 276 277 278 277 0

PH3 0 276 277 276 277 277 0

Kilowatts 0 98 99 99 99 99 0

Oil Pressure 86 64 58 61 56 59 60

Coolant Temperature 34 201°F 203°F 201°F 203°F 201°F 196°F

DC Voltage 14.4 14.5 14.4 14.6 14.5 14.6 14.5

Ambient Temperature 30 30°F 30°F 30°F 30°F 30°F 30°F

Technician Signature Test DatejonathanMueller

Load Bank Test Report

2/5/2024

120/208

E172A0906151600143 277

GGHH-1514756 100

C1150851089 1
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