


Model: C9 GCABR 
Quantity: 1 
Rating: 300 kW 
Certification: U.S. EPA Stationary Emergency Use Only 
Fuel: DIESEL 
Excitation: PM 
Frequency: 60 Hz 
Voltage: 480 V 
Duty: STANDBY 

The following features will be included: 

Quantity Characteristic Name Feature Code Feature Description 
1 PGS EMISSION 

CERTIFICATION 
CERTESE_I EPA STATIONARY EMERGENCY 

1 VOLTAGE OPTION 60H0480_I 60HZ 480 VOLT (WYE) 
1 APPLICATION INDICATOR STANDBY_I STANDBY POWER 
1 ENGINE RATING KW00300_I 300ekW, 60Hz, 1800rpm 
1 CONFIGURATION C09DE61_I C9 D300GC PGS 
1 UL LISTING ULCEP01_I cULus UL2200 CERTIFIED GEN SET 
1 SEISMIC CERTIFICATION IBCSCCB_I IBC SEISMIC CERT OF COMPLIANCE 
1 DECAL LANGUAGE LANENGO_I ENGLISH INSTRUCTION LANGUAGE 
1 GOVERNOR TYPE ADEMA4_I ADEM A4 GOVERNOR 
1 MARKET SEGMENT 

CODES 
MSEPGGN_I GENERAL EPG 

1 CUSTOMER SEGMENT MSCEC72_I COMMERCIAL BUSINESSES 
1 MARKET WORK CODE MWCODEF_I STANDBY POWER 
1 AUTHORIZED  APPROVAL 

NUMBER 
NA10 AUTHORIZED  APPROVAL NUMBER 

1 PERMANENT MAGNET PMEXCI3_I PERMANENT MAGNET GENERATOR 
1 SPACE (ALT) HEATER KITS SHK0012_I SPACE HEATER 12 
1 ALTERNATOR OGNSEDD_I ALT M2774L4 SE DD 
1 ALT POWER FULLPWR_I FULL POWER 
1 BATTERY DISCONNECT 

SWITCH 
BATDS03_I BATTERY DISCONNECT SWITCH 

1 BASE TYPE (MOUNTING 
OPTION) 

FTDW035_I C9 INTEGRAL TANK (24HR) UL142 

1 FUEL TANK OPTIONS FFLCK_I FUEL TANK FILL PIPE & LOCK CAP 
1 ENCLOSURE ENCSAR1_I C9 SA LVL 2 (WHITE) w/MUFFLER 



1 CONTROL PANEL MODEL GCCP12U_I CONTROL PANEL DEEPSEA 6310 
1 NFPA110 BUNDLE NFPA01_I NFPA  BUNDLE 
1 PANEL MOUNTED 

AUDIBLE ALARM 
PAA1_I PANEL MOUNTED  AUDIBLE ALARM 

1 GROUND FAULT RELAY GFR001_I GROUND FAULT RELAY INDICATION 
1 LOAD CENTER LDC100A_I 100A LOAD CENTER 
1 EMERGENCY STOP CSB2_I EXTERNAL EMERGENCY STOP 
1 BATTERY CHARGERS BTC1028_I BATTERY CHARGER 10 AMP 
1 JACKET WATER HEATER WHHH01_I JACKET WATER HTR (PUMP STYLE) 
1 CURRENT TRANSFORMER CT0605A_I 600:5 CT RATIO 
1 1ST CIRCUIT BREAKER CBK0716_I 400A LSI SINGLE MANUAL CB 
1 SUSE DECALS FLMSUSE_S SUSE DECALS & FILMS 
1 NEUTRAL BARS NDTS400_I NEUTRAL BAR 400A W/ DISCONNECT 
1 RADIATOR STDRAD_I STANDARD RADIATOR 
0 REMOTE ANNUNCIATOR 

(GCCP) 
ANNR01_S REMOTE ANNUNCIATOR (GCCP) 

1 TELEMATICS HARDWARE PL444_I PRODUCT LINK 4G LTE TELEMATICS 
1 CELLULAR BAND AM_I AMERICAS BAND 
1 TELEMATICS HARDWARE 

CERTIFIED 
TCVYES_I ACCEPT - REVIEW LINK IN DESC 

1 TESTING - GENERATOR 
SET 

STDTEST_I STD TEST - PKG GEN SET 0.8 PF 

 

 





Cat® D300 GC
Diesel Generator Sets

LEHE2024-08 

Standby : 60 Hz

PACKAGE PERFORMANCE

Image shown may not reflect actual configuration.

Engine Model Cat® C9 In-line 6, 4-cycle diesel

Bore x Stroke 112 mm x 149 mm (4.4 in x 5.9 in)

Displacement 8.8 L (538 in³)

Compression Ratio 16.3:1

Aspiration Turbocharged Air-to-Air Aftercooled

Fuel Injection System HEUI

Governor Electronic ADEM™ A4 – G3 Class* capable

Model Standby Emission Strategy
D300 GC 300 ekW, 375 kVA EPA Certified for Stationary Emergency Application

Performance Standby

Frequency 60 Hz

Genset Power Rating 375 kVA

Genset power rating with fan @ 0.8 power factor 300 ekW

Emissions EPA TIER 3

Performance Number DM8168

Fuel Consumption

100% load with fan, L/hr (gal/hr) 84.1 (22.2)

75% load with fan, L/hr (gal/hr) 65.3 (17.25)

50% load with fan, L/hr (gal/hr) 50.3 (13.3)

25% load with fan, L/hr (gal/hr) 32.3 (8.5)

Cooling System1

Radiator air flow restriction (system), kPa (in water) 0.12 (0.48)

Radiator air flow, m3/min (CFM) 600 (21188)

Engine coolant capacity, L (gal) 14 (3.69)

Radiator coolant capacity, L (gal) 25 (6.6)

Total coolant capacity, L (gal) 45 (11.88)

Inlet Air

Combustion air inlet flow rate m3/min (CFM) 26 (918)

Max. Allowable Combustion Air Inlet Temp, °C (°F) 50.3 (122.5)

Exhaust System

Exhaust stack gas temperature, °C (°F) 497 (926.6)

Exhaust gas flow rate, m³/min (CFM) 69.7 (2461)

Exhaust system backpressure (maximum allowable) kPa (in. water) 10.0 (40.0)

Heat Rejection

Heat rejection to jacket water, kW (BTU/min) 120 (6838)

Heat rejection to exhaust (total), kW (BTU/min) 320 (18223)

Heat rejection to aftercooler, kW (BTU/min) 92 (5239)

Heat rejection to atmosphere from engine, kW (BTU/min) 23 (1312)

Heat rejection from alternator, kW (BTU/min) 22 (1245)

Emissions (Nominal)2

NOx, mg/Nm³ (g/hp-hr) 2196.0 (4.00)

CO, mg/Nm³ (g/hp-hr) 115.5 (0.2)

HC, mg/Nm³ (g/hp-hr) 23.1 (0.06)

PM, mg/Nm³ (g/hp-hr) 12.7 (0.03)



D300 GC Diesel Generator Sets
Electric Power

Alternator3

Voltages 480V 208 600V

Motor starting capability @ 30% Voltage Dip, skVA 705 549 1117

Current Amps 451 1041 361

Frame Size M2774L4 M3115L41 M2774L4

Excitation S.E S.E AREP

Temperature Rise, °C 105°C 105°C 105°C

WEIGHTS & DIMENSIONS – OPEN SET

APPLICABLE CODES AND STANDARDS:

CSA C22.2 No 100-04, UL489, UL869, UL2200, IBC, IEC60034-1, ISO 3046, ISO 8528, 
NEMA MG 1-22, NEMA MG 1-33 and facilitates the compliance to NFPA 37, NFPA70, 
NFPA 99, NFPA110.

Note: Codes may not be available for all model configurations. Site level review needed 
for NFPA 70. Please consult your Cat Dealer for availability.

STANDBY: Output available with varying load for the duration of the interruption of the 
normal source power. Average power output is 70% of the standby power rating. Typical 
operation is 200 hours per year, with maximum expected usage of 500 hours per year.

RATINGS: Ratings are based on SAE J1349 standard conditions. These ratings also 
apply at ISO 3046 standard conditions.

FUEL RATES: Based on fuel oil of 35º API [16º C (60º F)] gravity having an LHV of
42 780 kJ/kg (18,390 Btu/lb) when used at 29º C (85º F) and weighing
838.9 g/litre (7.001 lbs/U.S. gal.). Additional ratings may be available for specific 
customer requirements, contact your Caterpillar representative for details.
For information regarding Low Sulfur fuel and Biodiesel capability, please
consult your Cat dealer.

DEFINITIONS AND CONDITIONS
1 For ambient and altitude capabilities consult your Cat dealer. Air flow restriction 

(system) is added to existing restriction from factory.

2 Emissions data measurement procedures are consistent with those described in EPA 
CFR 40 Part 89, Subpart D & E and ISO 8178-1 for measuring HC, CO, PM, NOx.  Data 
shown is based on steady state operating conditions of 77° F, 28.42 in HG and number 
2 diesel fuel with 35° API and LHV of 18,390 BTU/lb.  The nominal emissions data 
shown is subject to instrumentation, measurement, facility and engine to engine 
variations. Emissions data is based on 100% load and thus cannot be used to compare 
to EPA regulations which use values based on a weighted cycle.

3 UL 2200 Listed packages may have oversized generators with a different temperature 
rise and motor starting characteristics. Generator temperature rise is based on a
40° C ambient per NEMA MG1-32.

*Governing Class capability as per ISO 8528-5. Consult your local Cat dealer for 
configuration and site specific transient performance classification.

LEHE2024-08 (08/25) 

Base Length “A”
mm (in)

Width “B”
 mm (in)

Height “C”
mm (in)

Generator Set Weight
kg (lb)

Skid (Wide Base) 3950 (155.5) 1440 (56.7) 1706 (67.2) 2503 (5518.2)

Integral Tank Base 3950 (155.5) 1430 (56.3) 2202 (86.7) 3143 (6929.1)

Tank Design Total Capacity
L (gal)

Useable Capacity
 L (gal)

Integral 2270 (600) 2059 (554)

FUEL TANK CAPACITY

Note: General configuration not to be used for installation. See general dimension drawings for detail.

www.cat.com/electricpower

©2025 Caterpillar

All rights reserved.

Materials and specifications are subject to change without notice. 

The International System of Units (SI) is used in this publication. CAT, CATERPILLAR, LET’S DO THE WORK,
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Spec Information

Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Generator Specification
Frame: M2774L4 Type SR500 No.of Bearings: 1
Winding
Type: RANDOM WOUND Flywheel: 14.0

Connection: SERIES    STAR Housing: 1
Phases 3 No.of Leads: 12
Poles: 4 Wires per Lead: 0
Sync Speed: 1800.0 Generator Pitch: 0.6667

Generator Efficiency
Per Unit Load kW Efficiency %

0.25 75.0 90.9
0.5 150.0 93.6

0.75 225.0 94.2
1.0 300.0 94.0
0.5 100 93.4

Reactances Per Unit Ohms

SUBTRANSIENT - DIRECT AXIS X" d 0.0993 0.0610

SUBTRANSIENT - QUADRATURE AXIS X''q 0.1217 0.0748

TRANSIENT - SATURATED X'd 0.1242 0.0763

SYNCHRONOUS - DIRECT AXIS X'd 0.0993 0.0610

SYNCHRONOUS - QUADRATURE AXIS X'q 1.3260 0.8147

NEGATIVE SEQUENCE X'2 0.1105 0.0679

ZERO SEQUENCE X'0 0.0052 0.0032

Time Constants Seconds

OPEN CIRCUIT TRANSIENT - DIRECT AXIS T'd0 2.0941

SHORT CIRCUIT TRANSIENT - DIRECT AXIS T'd 0.1000

OPEN CIRCUIT SUBSTRANSIENT - DIRECT AXIS T''d0 0.0124

SHORT CIRCUIT SUBSTRANSIENT - DIRECT AXIS T''d 0.0100

OPEN CIRCUIT SUBSTRANSIENT - QUADRATURE AXIS T''q0 0.1089

SHORT CIRCUIT SUBSTRANSIENT - QUADRATURE AXIS T''q 0.0100

EXCITER TIME CONSTANT Te 0.0170

ARMATURE SHORT CIRCUIT Ta 0.0150

Short Circuit Ratio:0.49 Stator Resistance=0.0176Ohms Field Resistance=0.762Ohms

Voltage Regulation
Voltage level adjustment:+/- 5.0%

Voltage regulation,steady state:+/- 0.8%

Voltage regulation with 3% speed change: +/- 0.8%

Waveform deviation line - line, no load: less than 2.0%

Telephone influence factor: less than 50%

Generator Excitation
No Load Full Load, (rated)pf

Series Parallel

Excitation
Voltage: 12.6Volts 45.9Volts Volts

Excitation
Current: 1.1Amps 3.2Amps Amps

GENERATOR DATA
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Generator Mechanical Information

Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Center Of Gravity
Dimension X -493.0mm -19.4IN.
Dimension Y 0.0mm 0.0IN.
Dimension Z 0.0mm 0.0IN.

* 'X' is measured from driven end of generator and parallel to rotor.
* 'Y' is measured vertically from rotor center line. Up is positive.
* 'Z' is measured left and right of rotor center line. Right is positive.

Generator WT = 888Kg * Rotor WT = 355Kg * Stator WT = 533Kg
1,958LB 783LB 1,175LB

Rotor Balance = 0.0mm deflection PTP
Overspeed Capacity = 125%of synchronous speed

Generator Torsional Data

J1= Coupling and Fan J2= Rotor TOTAL J = J1+J2+J3 J3= Exciter End
K1=Shaft Stiffness between J1+J2(Diameter1) K2=Shaft Stiffness between J2+J3(Diameter2)

J1 K1 Min Shaft Dia 1 J2 K2 Min Shaft Dia 2 J3
5.5LB IN.s² 44.0MLB IN./rad 4.3IN. 30.0LB IN.s² 47.1MLB IN./rad 4.5IN. 1.5IN.s²

0.617999970912933
3 N m s²

4.968760013580322
MN m/rad

110.0 mm 3.384999990463257
N m s²

5.320000171661377
MN m/rad

115.0 mm 0.167999997735023
5 N m s²

Total J
36.9LB IN.s²

4.171000003814697
N m s²

GENERATOR DATA
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Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Generator Cooling Requirements - Temperature -Insulation Data
Cooling Requirements: Temperature Data: (Ambient 40°C)
Heat Dissipated: 19.1kW Stator Rise: 105.0°C
Air Flow: 30.0m³/min Rotor Rise: 105.0°C

Insulation Class: H
Insulation Reg. as shipped: 100.0 M  minimum at 40 °C

Thermal Limits of Generator
Frequency: 60Hz
Line to Line Voltage: 480Volts
B BR 80/40 350.4kVA
F BR -105/40 398.6kVA
H BR - 125/40 438.0kVA
F PR - 130/40 438.0kVA
H PR - 150/40 464.3kVA
H PR27 - 163/27 481.8kVA

GENERATOR DATA
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Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Starting Capability and Current Decrement

Motor Starting Capability (0.6 pf)

SKVA Percent Volt
Dip

60 2.5

123 5.0

189 7.5

259 10.0

334 12.5

412 15.0

495 17.5

584 20.0

678 22.5

778 25.0

886 27.5

1,001 30.0

1,124 32.5

1,257 35.0

1,401 37.5

1,556 40.0

Current Decrement Data

GENERATOR DATA
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E Time Cycle AMP

0.0 4,520

1.0 3,281

2.0 2,698

3.0 2,297

4.0 1,974

5.0 1,704

7.5 1,455

10.0 1,587

12.5 1,703

15.0 1,790

20.0 1,747

25.0 1,636

30.0 1,580

35.0 1,562

40.0 1,561

45.0 1,566

Instantaneous 3 Phase Fault Current: 4520Amps Instantaneous Line- Line Fault Current: 3706Amps
Instantaneous 3 Phase Fault Current: 4520Amps Instantaneous Line- Line Fault Current: 3706Amps
Instantaneous Line- Neutral Fault Current: 3706Amps

GENERATOR DATA
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Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Generator Output Characteristic Curves

Open Circuit Curve

Field Current Line - Line
Volt

0.0 0

11.2 288

13.4 336

16.0 384

19.6 432

25.2 480

35.4 528

56.0 576

99.3 624

193.4 672

Short Circuit Curve

Field Current Armature
Current

0.0 0

28.5 271

33.3 316

38.0 361

42.8 406

47.5 451

52.3 496

57.0 541

61.8 586

66.5 631

GENERATOR DATA
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Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Generator Output Characteristic Curves

Zero Power Factor Curve

Field Current Line - Line
Volt

47.5 0

57.1 240

59.2 288

61.4 336

64.1 384

67.9 432

74.2 480

85.9 528

109.6 576

160.0 624

Air Gap Curve

Field Current Line - Line
Volt

0.0 0

11.0 288

12.8 336

14.6 384

16.4 432

18.3 480

20.1 528

21.9 576

23.8 624

25.6 672

GENERATOR DATA
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Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

Reactive Capability Curve

GENERATOR DATA
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Selected Model

Engine C9 Generator Frame: M2774L4 Genset Rating(kW): 300.0 Line Voltage: 480.0
Fuel Diesel Generator Arrangement: 5652322 Genset Rating(kVA): 375.0 Phase Voltage: 277
Frequency 60 Excitation Type: Permanent Magnet Pwr.Factor: 0.8 Rated Current: 451.1
Duty STANDBY Connection: SERIES    STAR Application: EPG Status: Current

Version: 42423     /44642     /43655
/8541

General Information
GENERATOR INFORMATION (DM7900)

-------------------------------------------------------------

1. Motor Starting
Motor starting curves are obtained in accordance with IEC60034, and
are displayed at 0.6 power factor.

2. Voltage Dip
Prediction of the generator synchronous voltage dip can be made by
consulting the plot for the voltage dip value that corresponds to the
desired motor starting kVA value.

3. Definitions
A) Generator Keys
Frame: abbreviation of generator frame size
Freq: frequency in hertz.
PP/SB: prime/standby duty respectively
Volts: line - line terminal voltage
kW: rating in electrical kilo watts
Model: engine sales model

B) Generator Temperature Rise
The indicated temperature rises are the IEC/NEMA limits for standby
or prime power applications. The quoted rise figures are maximum
limits only and are not necessarily indicative of the actual
temperature rise of a given machine winding.

C) Centre of Gravity
The specified centre of gravity is for the generator only. For single
bearing, and two bearing close coupled generators, the center of
gravity is measured from the generator/engine flywheel-housing
interface and from the centreline of the rotor Shaft.

For two bearing, standalone generators, the center of gravity is
measured from the end of the rotor shaft and from the centerline of
the rotor shaft.

D) Generator Current Decrement Curves
The generator current decrement curve indicates the generator
armature current arising from a symmetrical three-phase fault at the
generator terminals. Generators equipped with AREP or PMG excitation
systems will sustain 300% of rated armature current for 10 seconds.

E) Generator Efficiency Curves
The efficiency curve is displayed for the generator only under the
given conditions of rating, voltage, frequency and power factor. This
is not the overall generating set efficiency curve.

---------------------------------------------------------

Caterpillar Confidential:Green

Content Owner:Commercial Processes Division

Web Master(s):PSG Web Based Systems Support

Current Date: Fri, 21 Aug 2026 14:26:00 PM

Caterpillar Inc. 2026 All Rights Reserved
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General Performance Data

Performance Number: DM8168 Change Level: 05

SALES MODEL: C9 COMBUSTION: DIRECT INJECTION
BRAND: CAT ENGINE SPEED (RPM): 1,800
MACHINE SALES MODEL: HERTZ: 60
ENGINE POWER (BHP): 480 FAN POWER (HP): 24.1
GEN POWER W/O FAN (EKW): 319.0 ADDITIONAL PARASITICS (HP): 12.3
GEN POWER WITH FAN (EKW): 300.0 ASPIRATION: TA
COMPRESSION RATIO: 16.1 AFTERCOOLER TYPE: ATAAC
RATING LEVEL: STANDBY AFTERCOOLER CIRCUIT TYPE: JW+OC, ATAAC
PUMP QUANTITY: 1 INLET MANIFOLD AIR TEMP (F): 120
FUEL TYPE: DIESEL JACKET WATER TEMP (F): 192.2
MANIFOLD TYPE: DRY TURBO CONFIGURATION: SINGLE
GOVERNOR TYPE: ELEC TURBO QUANTITY: 1
CAMSHAFT TYPE: STANDARD TURBOCHARGER MODEL: S310-1.25
IGNITION TYPE: CI CERTIFICATION YEAR: 2005
INJECTOR TYPE: EUI PISTON SPD @ RATED ENG SPD (FT/MIN): 1,759.8
REF EXH STACK DIAMETER (IN): 4
MAX OPERATING ALTITUDE (FT): 3,281

INDUSTRY SUBINDUSTRY APPLICATION
ELECTRIC POWER STANDARD PACKAGED GENSET

GENSET POWER
WITH FAN

PERCENT LOAD ENGINE POWER BRAKE MEAN
EFF PRES (BMEP)

BRAKE SPEC
FUEL
CONSUMPTN
(BSFC)

ISO BRAKE SPEC
FUEL
CONSUMPTN
(BSFC)

VOL FUEL
CONSUMPTN
(VFC)

ISO VOL FUEL
CONSUMPTN
(VFC)

ELEC SPEC FUEL
CONSUMPTN
(ESFC)

ISO ELEC SPEC
FUEL
CONSUMPTN
(ESFC)

EKW % BHP PSI LB/BHP-HR LB/BHP-HR GAL/HR GAL/HR LB/EKW-HR LB/EKW-HR
300.0 100 480 393 0.332 0.328 22.4 22.2 0.530 0.520
270.0 90 430 352 0.334 0.330 20.2 20.0 0.532 0.522
240.0 80 383 314 0.339 0.335 18.3 18.1 0.541 0.531
225.0 75 361 295 0.342 0.339 17.4 17.2 0.549 0.539
210.0 70 339 277 0.347 0.344 16.6 16.4 0.560 0.550
180.0 60 296 242 0.360 0.357 15.0 14.9 0.592 0.580
150.0 50 253 207 0.376 0.372 13.4 13.3 0.635 0.623
120.0 40 212 173 0.390 0.386 11.6 11.5 0.688 0.675
90.0 30 170 139 0.403 0.400 9.7 9.6 0.762 0.748
75.0 25 149 122 0.411 0.407 8.6 8.5 0.815 0.800
60.0 20 127 104 0.419 0.415 7.5 7.4 0.889 0.872
30.0 10 82.9 68 0.441 0.437 5.2 5.1 1.218 1.195

GENSET POWER
WITH FAN

PERCENT LOAD ENGINE POWER INLET MFLD
PRES

INLET MFLD
TEMP

EXH MFLD TEMP EXH MFLD PRES ENGINE OUTLET
TEMP

COMPRESSOR
OUTLET PRES

COMPRESSOR
OUTLET TEMP

EKW % BHP IN-HG DEG F DEG F IN-HG DEG F IN-HG DEG F
300.0 100 480 82.5 122.6 1,247.3 60.6 927.2 83 450.8
270.0 90 430 78.7 121.1 1,179.5 55.9 877.6 80 428.0
240.0 80 383 74.9 121.5 1,120.8 51.5 840.4 76 406.4
225.0 75 361 73.0 121.6 1,094.5 49.4 826.3 74 396.1
210.0 70 339 71.0 121.7 1,071.1 47.3 817.6 72 386.3
180.0 60 296 66.4 121.7 1,028.3 43.1 800.8 67 367.7
150.0 50 253 61.1 121.7 988.0 38.7 784.5 62 350.2
120.0 40 212 52.8 121.7 944.9 32.8 768.7 54 321.8
90.0 30 170 42.5 121.6 899.1 25.9 752.9 43 282.8
75.0 25 149 36.9 121.6 875.4 22.3 745.0 38 260.3
60.0 20 127 30.8 121.6 850.8 18.7 737.0 31 235.4
30.0 10 82.9 17.9 121.5 723.0 11.7 650.3 18 178.8

PERFORMANCE DATA[DM8168] August 21, 2026
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General Performance Data (Continued)

Heat Rejection Data

Emissions Data

DIESEL

RATED SPEED NOMINAL DATA: 1800 RPM

GENSET POWER
WITH FAN

PERCENT LOAD ENGINE POWER WET INLET AIR VOL
FLOW RATE

ENGINE OUTLET
WET EXH GAS VOL
FLOW RATE

WET INLET AIR
MASS FLOW RATE

WET EXH GAS
MASS FLOW RATE

WET EXH VOL
FLOW RATE (32
DEG F AND 29.98 IN
HG)

DRY EXH VOL
FLOW RATE (32
DEG F AND 29.98 IN
HG)

EKW % BHP CFM CFM LB/HR LB/HR FT3/MIN FT3/MIN
300.0 100 480 916.6 2,460.9 3,985.8 4,144.9 872.5 798.0
270.0 90 430 893.4 2,306.9 3,884.5 4,028.0 848.2 780.6
240.0 80 383 870.9 2,173.0 3,772.3 3,902.1 821.8 760.2
225.0 75 361 859.8 2,109.4 3,711.7 3,835.1 806.5 747.8
210.0 70 339 846.8 2,047.1 3,649.5 3,766.9 788.0 732.2
180.0 60 296 814.1 1,926.8 3,499.4 3,605.2 751.6 701.1
150.0 50 253 772.8 1,810.5 3,315.8 3,410.8 715.5 669.7
120.0 40 212 707.1 1,643.7 3,018.0 3,100.6 657.9 617.9
90.0 30 170 623.3 1,424.8 2,642.8 2,711.5 577.7 544.3
75.0 25 149 576.0 1,299.8 2,434.3 2,495.5 530.5 500.6
60.0 20 127 524.5 1,162.9 2,209.5 2,262.9 477.8 451.6
30.0 10 82.9 412.8 851.2 1,728.1 1,764.7 377.1 358.8

GENSET
POWER WITH
FAN

PERCENT
LOAD

ENGINE
POWER

REJECTION
TO JACKET
WATER

REJECTION
TO
ATMOSPHERE

REJECTION
TO EXH

EXHAUST
RECOVERY TO
350F

FROM OIL
COOLER

FROM
AFTERCOOLE
R

WORK
ENERGY

LOW HEAT
VALUE
ENERGY

HIGH HEAT
VALUE
ENERGY

EKW % BHP BTU/MIN BTU/MIN BTU/MIN BTU/MIN BTU/MIN BTU/MIN BTU/MIN BTU/MIN BTU/MIN
300.0 100 480 6,838 1,312 18,223 10,196 2,598 5,239 20,357 48,785 51,968
270.0 90 430 6,227 1,100 16,530 8,999 2,344 4,774 18,249 44,009 46,881
240.0 80 383 5,718 954 15,163 8,062 2,120 4,304 16,263 39,804 42,402
225.0 75 361 5,492 885 14,576 7,680 2,017 4,080 15,306 37,868 40,339
210.0 70 339 5,288 827 14,082 7,393 1,922 3,868 14,366 36,078 38,432
180.0 60 296 4,912 823 13,054 6,800 1,739 3,448 12,536 32,644 34,774
150.0 50 253 4,565 786 11,966 6,184 1,555 3,034 10,749 29,195 31,100
120.0 40 212 4,219 770 10,567 5,402 1,348 2,419 8,983 25,307 26,959
90.0 30 170 3,811 699 8,973 4,534 1,120 1,706 7,210 21,028 22,400
75.0 25 149 3,554 623 8,129 4,085 999 1,352 6,312 18,747 19,970
60.0 20 127 3,271 492 7,247 3,625 871 1,008 5,399 16,350 17,417
30.0 10 82.9 2,624 519 4,878 2,172 597 397 3,514 11,200 11,931

GENSET POWER WITH
FAN

EKW 300.0 225.0 150.0 75.0 30.0

ENGINE POWER BHP 480 361 253 149 82.9
TOTAL NOX (AS NO2) G/HR 1,881 970 499 267 201
TOTAL CO G/HR 115 89 129 109 102
TOTAL HC G/HR 26 29 43 40 35
TOTAL CO2 KG/HR 225 175 135 86 51
PART MATTER G/HR 15.5 15.2 34.2 22.5 14.6
TOTAL NOX (AS NO2) (CORR 5% O2) MG/NM3 2,196.0 1,456.1 978.0 821.3 1,152.5
TOTAL CO (CORR 5% O2) MG/NM3 115.5 117.0 221.7 309.8 521.3
TOTAL HC (CORR 5% O2) MG/NM3 23.1 33.0 63.3 96.7 146.2
PART MATTER (CORR 5% O2) MG/NM3 12.7 17.6 52.2 50.4 64.7
TOTAL NOX (AS NO2) (CORR 15% O2) MG/NM3 814.9 540.3 362.9 304.8 427.7
TOTAL CO (CORR 15% O2) MG/NM3 42.9 43.4 82.3 115.0 193.5
TOTAL HC (CORR 15% O2) MG/NM3 8.6 12.2 23.5 35.9 54.2
PART MATTER (CORR 15% O2) MG/NM3 4.7 6.5 19.4 18.7 24.0
TOTAL NOX (AS NO2) (CORR 5% O2) PPM 1,070 709 476 400 561
TOTAL CO (CORR 5% O2) PPM 92 94 177 248 417
TOTAL HC (CORR 5% O2) PPM 43 62 118 180 273
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RATED SPEED POTENTIAL SITE VARIATION: 1800 RPM

TOTAL NOX (AS NO2) (CORR 15% O2) PPM 397 263 177 148 208
TOTAL CO (CORR 15% O2) PPM 34 35 66 92 155
TOTAL HC (CORR 15% O2) PPM 16 23 44 67 101
TOTAL NOX (AS NO2) G/HP-HR 3.95 2.70 1.98 1.79 2.42
TOTAL CO G/HP-HR 0.24 0.25 0.51 0.73 1.23
TOTAL HC G/HP-HR 0.06 0.08 0.17 0.27 0.42
PART MATTER G/HP-HR 0.03 0.04 0.14 0.15 0.18
TOTAL NOX (AS NO2) G/KW-HR 5.30 3.62 2.65 2.40 3.24
TOTAL CO G/KW-HR 0.32 0.33 0.69 0.98 1.65
TOTAL HC G/KW-HR 0.07 0.11 0.23 0.36 0.56
PART MATTER G/KW-HR 0.04 0.06 0.18 0.20 0.24
TOTAL NOX (AS NO2) LB/HR 4.15 2.14 1.10 0.59 0.44
TOTAL CO LB/HR 0.25 0.20 0.29 0.24 0.22
TOTAL HC LB/HR 0.06 0.06 0.09 0.09 0.08
TOTAL CO2 LB/HR 496 387 297 189 112
PART MATTER LB/HR 0.03 0.03 0.08 0.05 0.03
OXYGEN IN EXH % 9.2 11.2 12.6 13.6 15.0
DRY SMOKE OPACITY % 0.1 0.3 1.0 0.9 0.8
BOSCH SMOKE
NUMBER

0.62 0.67 0.96 0.90 0.87

GENSET POWER WITH
FAN

EKW 300.0 225.0 150.0 75.0 30.0

ENGINE POWER BHP 480 361 253 149 82.9
TOTAL NOX (AS NO2) G/HR 2,032 1,047 539 288 217
TOTAL CO G/HR 214 166 242 203 191
TOTAL HC G/HR 50 54 81 76 65
PART MATTER G/HR 30.2 29.7 66.7 43.9 28.4
TOTAL NOX (AS NO2) (CORR 5% O2) MG/NM3 2,371.7 1,572.5 1,056.2 887.0 1,244.7
TOTAL CO (CORR 5% O2) MG/NM3 216.0 218.7 414.7 579.4 974.9
TOTAL HC (CORR 5% O2) MG/NM3 43.7 62.4 119.7 182.7 276.3
PART MATTER (CORR 5% O2) MG/NM3 24.8 34.3 101.8 98.2 126.1
TOTAL NOX (AS NO2) (CORR 15% O2) MG/NM3 880.1 583.5 391.9 329.2 461.9
TOTAL CO (CORR 15% O2) MG/NM3 80.2 81.2 153.9 215.0 361.8
TOTAL HC (CORR 15% O2) MG/NM3 16.2 23.2 44.4 67.8 102.5
PART MATTER (CORR 15% O2) MG/NM3 9.2 12.7 37.8 36.5 46.8
TOTAL NOX (AS NO2) (CORR 5% O2) PPM 1,155 766 514 432 606
TOTAL CO (CORR 5% O2) PPM 173 175 332 464 780
TOTAL HC (CORR 5% O2) PPM 82 116 223 341 516
TOTAL NOX (AS NO2) (CORR 15% O2) PPM 429 284 191 160 225
TOTAL CO (CORR 15% O2) PPM 64 65 123 172 289
TOTAL HC (CORR 15% O2) PPM 30 43 83 127 191
TOTAL NOX (AS NO2) G/HP-HR 4.27 2.92 2.13 1.94 2.61
TOTAL CO G/HP-HR 0.45 0.46 0.96 1.36 2.30
TOTAL HC G/HP-HR 0.11 0.15 0.32 0.51 0.79
PART MATTER G/HP-HR 0.06 0.08 0.26 0.29 0.34
TOTAL NOX (AS NO2) G/KW-HR 5.72 3.91 2.86 2.60 3.50
TOTAL CO G/KW-HR 0.60 0.62 1.28 1.83 3.08
TOTAL HC G/KW-HR 0.14 0.20 0.43 0.69 1.06
PART MATTER G/KW-HR 0.08 0.11 0.35 0.40 0.46
TOTAL NOX (AS NO2) LB/HR 4.48 2.31 1.19 0.64 0.48
TOTAL CO LB/HR 0.47 0.37 0.53 0.45 0.42
TOTAL HC LB/HR 0.11 0.12 0.18 0.17 0.14
PART MATTER LB/HR 0.07 0.07 0.15 0.10 0.06

Regulatory Information

EPA TIER 3 2005 - 2010
GASEOUS EMISSIONS DATA MEASUREMENTS PROVIDED TO THE EPA ARE CONSISTENT WITH THOSE DESCRIBED IN EPA 40 CFR PART 89 SUBPART D AND ISO 8178 FOR MEASURING HC, CO, PM,
AND NOX.

 THE "MAX LIMITS" SHOWN BELOW ARE WEIGHTED CYCLE AVERAGES AND ARE IN COMPLIANCE WITH THE NON-ROAD REGULATIONS.

Locality Agency regulation Tier/Stage Max Limits - G/BKW - HR
U.S. (INCL CALIF) EPA NON-ROAD TIER 3 CO: 3.5 NOx + HC: 4.0 PM:

0.20

EPA EMERGENCY STATIONARY 2011 - ----
GASEOUS EMISSIONS DATA MEASUREMENTS PROVIDED TO THE EPA ARE CONSISTENT WITH THOSE DESCRIBED IN EPA 40 CFR PART 60 SUBPART IIII AND ISO 8178 FOR MEASURING HC, CO,
PM, AND NOX. THE "MAX LIMITS" SHOWN BELOW ARE WEIGHTED CYCLE AVERAGES AND ARE IN COMPLIANCE WITH THE EMERGENCY STATIONARY REGULATIONS.
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Altitude Derate Data

STANDARD

ALTITUDE CORRECTED POWER CAPABILITY  (BHP)

Cross Reference

Performance Parameter Reference

Locality Agency regulation Tier/Stage Max Limits - G/BKW - HR
U.S. (INCL CALIF) EPA STATIONARY EMERGENCY STATIONARY CO: 3.5 NOx + HC: 4.0 PM:

0.20

AMBIENT
OPERATING
TEMP (F)

30 40 50 60 70 80 90 100 110 120 130 140 NORMAL

ALTITUDE
(FT)
0 480 480 480 480 480 477 474 465 452 433 412 395 478
1,000 480 480 480 480 477 475 470 457 441 422 402 386 476
2,000 480 480 479 477 474 470 463 446 427 410 392 376 473
3,000 480 478 475 470 463 457 449 434 418 403 386 370 464
4,000 475 469 463 456 450 444 436 422 407 391 374 358 453
5,000 462 456 449 442 436 430 422 408 393 377 360 343 442
6,000 449 442 435 428 422 416 408 394 379 362 346 329 430
7,000 434 428 421 414 408 402 394 379 364 348 332 315 418
8,000 420 413 406 400 394 387 380 365 350 334 318 302 406
9,000 405 398 392 385 379 373 365 350 335 320 305 289 394
10,000 390 384 377 371 365 359 352 337 322 307 293 278 382
11,000 376 369 363 357 351 345 339 334 320 305 291 277 370
12,000 361 355 348 342 337 331 326 320 315 303 288 270 357
13,000 347 340 334 329 323 318 312 307 302 290 274 257 345
14,000 332 326 321 315 310 304 299 294 289 276 261 246 333
15,000 319 313 307 302 297 291 286 282 276 263 249 235 322

Test Spec Setting Engine Arrangement Engineering Model Engineering Model Version Start Effective Serial
Number

End Effective Serial
Number

0K6616 NAP 2531644 GS279 - S9L00001
4150068 PP5547 3950369 GS279 - S9P00001
4150068 PP5547 4529865 GS857 LS S9P00001
4150068 PP5547 5664658 PG350 G RG300001
4150068 PP5547 5664658 PG375 G RE300001

Parameters Reference: DM9600-15

PERFORMANCE DEFINITIONS

PERFORMANCE DEFINITIONS DM9600
APPLICATION:
Engine performance tolerance values below are representative of a
typical production engine tested in a calibrated dynamometer test
cell at SAE J1995 standard reference conditions. Caterpillar
maintains ISO9001:2000 certified quality management systems for
engine test Facilities to assure accurate calibration of test
equipment. Engine test data is corrected in accordance with SAE
J1995. Additional reference material SAE J1228, J1349, ISO 8665,
3046-1:2002E, 3046-3:1989, 1585, 2534, 2288, and 9249 may apply in
part or are similar to SAE J1995.  Special engine rating request
(SERR) test data shall be noted.
PERFORMANCE PARAMETER TOLERANCE FACTORS:

PERFORMANCE DATA[DM8168] August 21, 2026

Page 4 of 7



Power                                                        +/- 3%
Torque                                                       +/- 3%
Exhaust stack temperature                        +/- 8%
Inlet airflow                                       +/- 5%
Intake manifold pressure-gage                 +/- 10%
Exhaust flow                                             +/- 6%
Specific fuel consumption                        +/- 3%
Specific fuel consumption (C7-C18)         +/- 4%
Fuel rate                                                    +/- 5%
Specific DEF consumption                      +/- 3%
DEF rate                                                     +/- 5%
Heat rejection                                           +/- 5%
Heat rejection exhaust only                       +/- 10%
Heat rejection CEM only                          +/- 10%
Heat Rejection values based on using treated water.
Torque is included for truck and industrial applications, do not
use for Gen Set or steady state applications.
On C7 - C18 engines, at speeds of 1100 RPM and under these values
are provided for reference only, and may not meet the tolerance
listed.
On 3500 and C175 engines, at speeds below Peak Torque these values
are provided for reference only, and may not meet the tolerance
listed.
These values do not apply to C280/3600.  For these models, see the
tolerances listed below.
C280/3600 HEAT REJECTION TOLERANCE FACTORS:
Heat rejection                                 +/- 10%
Heat rejection to Atmosphere        +/- 50%
Heat rejection to Lube Oil             +/- 20%
Heat rejection to Aftercooler          +/-  5%
TEST CELL TRANSDUCER TOLERANCE FACTORS:
Torque                                        +/- 0.5%
Speed                                          +/- 0.2%
Fuel flow                                    +/- 1.0%
Temperature                               +/- 2.0 C degrees
Intake manifold pressure            +/- 0.1 kPa
OBSERVED ENGINE PERFORMANCE IS CORRECTED TO SAE J1995
REFERENCE
AIR AND FUEL CONDITIONS.
REFERENCE ATMOSPHERIC INLET AIR
FOR 3500 ENGINES AND SMALLER
SAE J1228 AUG2002 for marine engines, and  J1995 JAN2014 for other
engines, reference atmospheric pressure is 100 KPA (29.61 in hg),
and standard temperature is 25deg C (77 deg F) at 30% relative
humidity at the stated aftercooler water temp, or inlet manifold
temp.
FOR 3600 ENGINES
Engine rating obtained and presented in accordance with ISO 3046/1
and SAE J1995 JANJAN2014  reference atmospheric pressure is 100
KPA (29.61 in hg), and standard temperature is 25deg C (77 deg F)
at 30% relative humidity and 150M altitude at the stated
aftercooler water temperature.
MEASUREMENT LOCATION FOR INLET AIR TEMPERATURE
Location for air temperature measurement air cleaner inlet at
stabilized operating conditions.
REFERENCE EXHAUST STACK DIAMETER
The Reference Exhaust Stack Diameter published with this dataset
is only used for the calculation of Smoke Opacity values displayed
in this dataset. This value does not necessarily represent the
actual stack diameter of the engine due to the variety of exhaust
stack adapter options available.  Consult the price list, engine
order or general dimension drawings for the actual stack diameter
size ordered or options available.
REFERENCE FUEL
DIESEL
Reference fuel is #2 distillate diesel with a 35API gravity;
A lower heating value is 42,780 KJ/KG (18,390 BTU/LB) when used at
15 deg C (59 deg F), where the density is
850 G/Liter (7.0936 Lbs/Gal).
GAS
Reference natural gas fuel has a lower heating value of 33.74 KJ/L
(905 BTU/CU Ft).  Low BTU ratings are based on 18.64 KJ/L (500
BTU/CU FT) lower heating value gas.  Propane ratings are based on
87.56 KJ/L (2350 BTU/CU Ft) lower heating value gas.
ENGINE POWER (NET) IS THE CORRECTED FLYWHEEL POWER
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(GROSS) LESS
EXTERNAL AUXILIARY LOAD
Engine corrected gross output includes the power required to drive
standard equipment; lube oil, scavenge lube oil, fuel transfer,
common rail fuel, separate circuit aftercooler and jacket water
pumps.  Engine net power available for the external (flywheel)
load is calculated by subtracting the sum of auxiliary load from
the corrected gross flywheel out put power.  Typical auxiliary
loads are radiator cooling fans, hydraulic pumps, air compressors
and battery charging alternators.  For Tier 4 ratings additional
Parasitic losses would also include Intake, and Exhaust
Restrictions.
ALTITUDE CAPABILITY
Altitude capability is the maximum altitude above sea level at
standard temperature and standard pressure at which the engine
could develop full rated output power on the current performance
data set.
Standard temperature values versus altitude could be seen on
TM2001.
When viewing the altitude capability chart the ambient temperature
is the inlet air temp at the compressor inlet.
Engines with ADEM MEUI and HEUI fuel systems operating at
conditions above the defined altitude capability derate for
atmospheric pressure and temperature conditions outside the values
defined, see TM2001.
Mechanical governor controlled unit injector engines require a
setting change for operation at conditions above the altitude
defined on the engine performance sheet.  See your Caterpillar
technical representative for non standard ratings.
REGULATIONS AND PRODUCT COMPLIANCE
TMI Emissions information is presented at 'nominal' and 'Potential
Site Variation' values for standard ratings.  No tolerances are
applied to the emissions data.  These values are subject to change
at any time.  The controlling federal and local emission
requirements need to be verified by your Caterpillar technical
representative.
Customer's may have special emission site requirements that need
to be verified by the Caterpillar Product Group engineer.
EMISSION CYCLE LIMITS:
Cycle emissions Max Limits apply to cycle-weighted averages only.
Emissions at individual load points may exceed the cycle-weighted
limit.
WET & DRY EXHAUST/EMISSIONS DESCRIPTION:
Wet - Total exhaust flow or concentration of total exhaust flow
Dry - Total exhaust flow minus water vapor or concentration of exhaust
flow with water vapor excluded
EMISSIONS DEFINITIONS:
Emissions : DM1176
EMISSION CYCLE DEFINITIONS
1. For constant-speed marine engines for ship main propulsion,
including,diesel-electric drive, test cycle E2 shall be applied,
for controllable-pitch propeller sets
test cycle E2 shall be applied.
2. For propeller-law-operated main and propeller-law-operated
auxiliary engines the test cycle E3 shall be applied.
3. For constant-speed auxiliary engines test cycle D2 shall be
applied.
4. For variable-speed, variable-load auxiliary engines, not
included above, test cycle C1 shall be applied.
HEAT REJECTION DEFINITIONS:
Diesel Circuit Type and HHV Balance : DM9500
HIGH DISPLACEMENT (HD) DEFINITIONS:
3500: EM1500
RATING DEFINITIONS:
Agriculture : TM6008
Fire Pump : TM6009
Generator Set : TM6035
Generator (Gas) : TM6041
Industrial Diesel : TM6010
Industrial (Gas) : TM6040
Irrigation : TM5749
Locomotive : TM6037
Marine Auxiliary : TM6036
Marine Prop (Except 3600) : TM5747
Marine Prop (3600 only) : TM5748
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MSHA : TM6042
Oil Field (Petroleum) : TM6011
Off-Highway Truck : TM6039
On-Highway Truck : TM6038
SOUND DEFINITIONS:
Sound Power : DM8702
Sound Pressure : TM7080
Date Released : 03/12/24
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Cat® GC ENCLOSURES

D250 GC – D600 GC 
Sound Attenuated
Enclosures
60 Hz

Image shown may not reflect actual configuration.

Features
Robust Construction
•

• Safeguards genset against environmental and weather conditions

• Factory installed on skid base or tanks base

• Environmentally friendly, polyester powder baked paint

• Enclosure constructed with 18-gauge steel

• Interior zinc plated fasteners

• Internally mounted exhaust silencing system

• Comply with ASCE /SEI 7 for Wind loads up to 100 mph

• Designed and tested to comply with UL 2200 Listed generator set package

Excellent Access
• Large cable entry area for installation ease

• Accommodates side mounted single or multiple breakers

• Two doors on both sides

• Vertically hinged allow 180° opening rotation

• Radiator fill cover

Security and Safety
• Lockable access doors which give full access to control panel and breaker

• Cooling fan and battery charging alternator fully guarded

• Fuel fill, oil fill and battery can only be reached via lockable access

• Externally mounted emergency stop button (Optional)

• Designed for spreader bar lifting to ensure safety

• Stub-up area is rodent proof

Sound Attenuated Level 2
• Caterpillar white paint

• UL Listed integral fuel tank with 24 hours running time capacity (Optional)

• DC lighting package (Optional)
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Cat® GC ENCLOSURES

Enclosure Package Operating Characteristics

Enclosure Type

Standby Cooling Air Flow Rate Ambient Capability*

Sound Pressure Levels 
(dBA) at
7m (23 ft)

ekW m3/s cfm °C °F 100% Load

Level 2 Sound Attenuated 
Enclosure (Steel)

250 6.4 13561 57 135 74

300 6.4 13561 51 125 74

350 7.4 15680 57 134 71

400 7.4 15680 53 127 71

450 8.4 17692 54 130 73

500 8.4 17692 50 122 73

550 11.2 23731 56 133 73

600 11.2 23731 53 127 73

LEHE2014-0 Page 2 of 3

*Cooling system performance at sea level. Consult your Cat® dealer for site specific ambient and altitude capabilities.

Note: Sound level measurements are subject to instrumentation, installation and manufacturing variability, as well as ambient site conditions

300 6.4 13561 51 125 74



Cat® GC ENCLOSURES

LEHE2014-0  (0 /2 )

www.cat.com/electricpower
© 202  Caterpillar
All rights reserved.

Materials and specifications are subject to change without notice. 

The International System of Units (SI) is used in this publication. CAT, CATERPILLAR, LET’S DO THE WORK,

their respective logos, “Caterpillar Corporate Yellow”, the “Power Edge” and Cat “Modern Hex” trade dress as well

as corporate and product identity used herein, are trademarks of Caterpillar and may not be used without permission.

Weights and Dimensions

Enclosure Type

Standby 
Ratings Length, L Width, W Height, H

Package
Weights

ekW mm in mm in mm in kg lb

Sound Attenuated Enclosure on
Skid Base

250
3958 155.8 1440 56.7 1991 78.4

2857 6298.6

300 2945 6492.6

350
4633 182.4 1630 64.2 2227 87.7

3983 8781.0

400 4017 8856.0

450
4823 189.8 1630 64.2 2227 87.7

4408 9718.0

500 4457 9826.0

550
4980 196.1 1865 73.4 2172 85.5

4754 10480.8

600 4837 10663.8

Sound Attenuated Enclosure on UL Listed 
Integral Fuel Tank Base

250
3958 155.8 1440 56.7 2487 97.9

3497 7709.6

300 3585 7903.6

350
4633 182.4 1630 64.2 2644 104.1

4765 10505.0

400 4799 10580.0

450
4823 189.8 1630 64.2 2777 109.3

5345 11783.7

500 5394 11891.7

550
4980 196.1 1865 73.4 2723 107.2

5973 13168.2

600 6056 13351.2

Sound Attenuated Enclosure on UL Listed 
Extended Integral Fuel Tank Base

250
4608 181.4 1430 56.3 2379 93.7

3590 7914.6

300 3678 8108.6

350
5251 203.7 1620 63.8 2561 100.8

4876 10749.7

400 4910 10824.7

450
5909 232.6 1620 63.8 2612 102.8

5497 12118.8

500 5546 12226.8

550
6759 266.1 1865 73.4 2487 97.9

6237 13750.2

600 6320 13933.2

Image shown may not reflect actual configuration 

Length, L

Length, L

Height, H

Height, H

Width, W

Width, W

Sound Attenuated Enclosure
on Skid Base

Sound Attenuated Enclosure on a UL 
Listed Integral Fuel Tank Base

300
3958 155.8 1440 56.7 2487 97.9

3585 7903.6



Cat® GC INTEGRAL FUEL TANKS

FEATURES

INTEGRAL

Integral diesel fuel tank is incorporated into the

generator set base frame 

Robust base design includes linear vibration

isolators between tank base and engine

generator.

UL Listed for United States (UL 142) and Canada

(CAN/ULC S601)

Facilitates compliance with NFPA 30 code, NFPA 37 and

110 standards and CSA C282 code 

Dual wall

Low fuel level warning standard, customer configurable

warning or shutdown 

Primary tank leak detection switch in containment basin 

Tank design provides capacity for thermal expansion of

fuel

Fuel supply dip tube is positioned so as not to pick up

fuel sediment

Fuel return and supply dip tube is separated by an

internal baffle to prevent immediate re-supply of heated 

return fuel

Pressure washed with an iron phosphate solution 

Interior tank surfaces coated with a solvent-based thin-

film rust preventative

Heavy gauge steel gussets with internal lifting rings

Primary and secondary tanks are leak tested at 20.7 kPa 

(3 psi) minimum

Compatible with open packages and enclosures

Gloss black polyester alkyd enamel exterior paint

Welded steel containment basin (minimum of 110% of

primary tank capacity)

Direct reading fuel gauge with variable electrical output

Emergency vents on primary and secondary tanks are

sized in accordance with NFPA 30.

OPTIONS

INTEGRAL FUEL TANKS

D250 GC – D600 GC

LEHE2015-0

Audio/visual fuel level alarm panel

5gal (18.9 L) spill containment

Locking Fuel Fill

Overfill prevention Valve



Integral Fuel Tank Base Useable Capacities with Fuel Tank Dimensions & Weights 

Standby
ekW 

Width
mm

Width
in

250-300 1430 56.3

350-400 1630 64.1

450-500 1630 64.1

550-600 1865 73.4

Tank 
Design

Feature 
Code

Total 
Capacity

Useable 
Capacity

Tank Only
Overall Package Height 

with Tank

Dry 
Weight Height ‘H’ Length ‘L’ Open Enclosure

Litre Gallon Litre Gallon kg lb mm in mm in mm in mm in

Integral
Tank

FTDW035 2270.7 599.8 2059.9 543.9 970 2138 762.4 30.0 3958 155.8 2202 86.7 2487 97.9

FTDW036 2820 744.9 2553 674.4 1165 2568 818.8 32.2 4 2584 101.7 2644 104

FTDW037 3671 969.7 3323 877.8 1331 2934 668.2 26.3 4622 181.9 2456 96.7 2644 104

FTDW038 4292 1133.8 3889 1027.3 1657 3653 816.4 32.1 4980 196 2560 100.7 2 2

A. Open Set & Sound Attenuated Enclosure

Cat® GC INTEGRAL FUEL TANKS

The heights listed above do not include lumber used during manufacturing and shipping

LENGTH

HE
IG
HT

W
ID
TH

250-300 1430 56.3

2487FTDW035 2270.7 599.8 2059.9 543.9 970 2138 762.4 30.0 3958 155.8 2202 86.7 97.9



B. Estimated Run Time (Hours) 

Tank Design Feature Code

Standby Ratings (kVA)

ekW 100% 75% 50%
Hrs L/hr Hrs L/hr Hrs L/hr

Integral Tank

FTDW035
250 28.1 73.3 35 58.8 47 43.8

300 24 86.0 30.8 66.8 40 51.5

FTDW036
350 27.1 94.3 31.2 81.9 42.4 60.2

400 24.1 105.9 28.1 90.7 38.6 66.2

FTDW037
450 25.2 131.7 31.3 106.1 42.0 79.1

500 24.3 137 30.1 110.5 46.6 71.3

FTDW038
550 25.7 151.1 32.9 118.1 45.2 86.1

600 24.1 161.6 30.0 129.6 42.4 91.7

Cat® GC INTEGRAL FUEL TANKS

Tanks with full electrical stub-up area include removable end channel. Tanks with RH stub-up include stubup area directly below the 

circuit breaker or power terminal strips. 

Fuel tanks and applicable options facilitate compliance with the following United States NFPA Code and Standards:

NFPA 30:  Flammable and Combustible Liquids Code

NFPA 37:  Standard for the Installation and Use of Stationary Combustion Engines and Gas Turbines

NFPA 110:  Standard for Emergency and Standby Power Systems

Fuel tanks and applicable options facilitate compliance with the following Canadian Standard and Code:

CSA C282 – Emergency Electrical Power Supply for Buildings

CSA B139-09 – Installation Code for Oil-Burning Equipment

www.Cat.com/electricpower
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FTDW035
300 24 86.0 30.8 66.8 40 51.5



Overfill Prevention Valve 

Overfill Prevention Valve
for use with 5 and 7.5 Gallon Spill 
Containment
The overfill prevention valve is installed at the fill 
port of a fuel tank. 

Used in a pressurized tight fill application, the valve 
helps prevent tank overfills by closing when the 
liquid level reaches shut off capacity level.

The overfill prevention valve can eliminate 
hazardous liquid spills.

Features Code Compliance
• Installs in a 2" NPT or 4" NPT opening
• Accepts pressure delivery of product
• Provides tanks with large fuel storage capacity

at shutoff height
• Provides positive shut off of fuel
• Retro-fits to an existing AST
• Mechanical in operation – no user interface

required
• Compatible with diesel fuel
• inimum operating pressure

* Aboveground Storage Tank

• UL listed, ULC listed

LEHE1009-0 ( 16)
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Spill Containment Box  

5 Gallon Steel Spill 
Containment Box  
Durable spill containment box designed for 
containment of small spills during filling of 
an above ground storage tank.

Features Dimensions
• Optional overfill prevention valve
• Lockable hinged cover.

•  Height: 13.08"
• Height with pipe: 13.40"
• Body Width: 12.38"
• Width: 13.68"
• Weight: 22 lbs.

LEHE0984-00 (12-15)
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Annunciators

ENVIRONMENTAL TESTING STANDARD
ELECTRO-MAGNETIC COMPATIBILITY
BS EN 61000-6-2
EMC Generic Immunity Standard for the Industrial Environment
BS EN 61000-6-4
EMC Generic Emission Standard for the Industrial Environment

ELECTRICAL SAFETY
BS EN 60950
Safety of Information Technology Equipment, including
Electrical Business Equipment

TEMPERATURE
BS EN 60068-2-1
Ab/Ae Cold Test -30 °C BS EN 60068-2-2
Bb/Be Dry Heat +70°C

VIBRATION
BS EN 60068-2-6
Ten sweeps in each of three major axes
5 Hz to 8 Hz @ +/-7.5 mm, 8 Hz to 500 Hz @ 2 gn

SHOCK
BS EN 60068-2-27
Three shocks in each of three major axes 15 gn in 11 Ms

HUMIDITY
BS EN 60068-2-30
Db Damp Heat Cyclic 20/55 °C @ 95% RH 48 Hours
BS EN 60068-2-78
Cab Damp Heat Static 40 °C @ 93% RH 48 Hours

DEGREES OF PROTECTION PROVIDED BY
ENCLOSURES BS EN 60529
IP65 – Front of module when installed into the control panel with 
the supplied sealing gasket.

SPECIFICATION

CONTINUOUS VOLTAGE RATING
8 V to 35 V Continuous

CRANKING DROPOUTS
Able to survive 0 V for 50 mS, providing supply was at least 10 V 
before dropout and supply recovers to 5 V. This is achieved without 
the need for internal batteries. LEDs and backlight will not be 
maintained during cranking.

MAXIMUM OPERATING CURRENT
112 mA at 12 V, 53 mA at 24 V

MAXIMUM STANDBY CURRENT
74 mA at 12 V, 35 mA at 24 V

DIMENSIONS OVERALL
355 mm x 369 mm x 90 mm
13.6’’ x 14.5” x 3.5”

PANEL CUT-OUT
286 mm x 326 mm x 93 mm
11.2” x 12.8” x 3.6”

MAXIMUM PANEL THICKNESS
8 mm
0.3”

Remote Annunicator Moduel
It is an LED expansion module that can be used with compatible control 
modules. The module has been designed to display a maximum of eight 
individual LED indications up to a maximum distance of 1 KM (0.6 miles).

The Annunciator will consist of two modules to provide a
16 Channel Fault annunciation.

It is presented in a vertical enclosure. It includes an alarm sounder that is 
triggered when the host controller detects an alarm condition. The alarm can 
be muted using the front push button.

The Panels will be fitted with removable label cards which can be used to 
identify the standard NFPA alarms if desired.

It includes individual LEDs for each channel and a ‘Power On’ LED that flashes 
when the link with the host controller is lost.

Features
• The Remote annunciator has an integral Sounder/Horn
• Eight configurable LEDs (per module)
• Works up to 1 KM (0.6 miles) from the host controller
•  A single controller can support five Caterpillar configured remote

annunciator control boxes

Picture shown may not reflect actual configuration.

LEHE2021-01 (03/23)
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Engine Controller

Features
Reliable, Durable
All ADEM A4 controllers are designed to survive 
the harshest environments.

Environmentally sealed, die-cast aluminum 
housing solates and protects electronic 
components from moisture and dirt 
contamination
Rigorous vibration testing ensures product 
reliability and durability
Accuracy maintained from –40°C to 85°C
Electrical noise immunity to 100 volts / meter
Internal circuits are designed to withstand shorts 
to + battery and – battery

Simple Servicing
Each ADEM A4 system works in combination 
with the Cat® ET service tool software to keep the 
engine operating at peak performance.

Displays measured parameters
Retrieves active and logged event code 
documenting abnormal system operation
Performs calibrations and diagnostic tests

into the ADEM A4 ECM

ADEM™ A4 Engine
Controller
The ADEM™ A4 is the main Electronic Control 
Module (ECM) used on select diesel engines.
The ADEM A4 provides a higher degree of control 
over a large number of combustion variables. 
The ADEM A4 is designed to control/interface 
Electronic Unit Injector (EUI) equipped engines. 
The ADEM A4 engine system is composed of 
the ADEM A4 ECM, control software, sensors, 
actuators, fuel injectors, and interface to the 
generator system. The prime benefit of an ADEM 
A4 engine system is to better control and maintain 
the particulate emissions, both steady state and 
transient, while improving engine performance.

Self Diagnostics
Each ADEM A4 ECM has a full compliment of 
diagnostics. The ECM can detect faults in the 
electrical system and report those faults to the 
service technician for quick repair. 

prob-lems in need of attention. 

Advanced Features

timing and limiting

parameters



Engine Controller

LEHE5347-03 Page 2 of 3

Description
The ECM is housed in an environmentally sealed 
cast-ing. All wiring connections to the ECM are 
made using two sealed connectors: a single 
seventy-pin connector and a single one hundred 
twenty-pin connector.

Engine Speed Governing
Desired engine speed is calculated by the ECM 
and held within ±0.2 Hz for isochronous and 
droop mode. The ECM accounts for droop that is 
requested. The proper amount of fuel is sent to 
the injectors due to these calculations. The ECM 
also employs cooldown/shutdown strategies, 
acceleration delays on startup, acceleration ramp 
times and speed reference.

Fuel Limiting
Warm and cold fuel-air ratio control limits are 
con-trolled by the ECM. Electronic monitoring 
system derates, torque limit, and cranking limit, 
programmable torque scaling, and cold cylinder 
cutout mode are standard features.

Fuel Injection Timing
Master timing for injection is controlled by the 
ECM control. Temperature dependencies are 
accounted for in the fuel injection calculations. 

Electronic Monitoring
Electronic monitoring of vital engine parameters 
can be programmed. Warning, derate, and 
shutdown event conditions may be customized by 
the user.

Information Management
The ECM stores information to assist with 
electronic troubleshooting. Active and logged 
diagnostic codes, active events, logged events, 
fuel consumption, engine hours, and instantaneous 
totals aid service technicians when diagnosing 
electronic faults and scheduling preventive 
maintenance.

Calibrations
Engine performance is optimized through injection 
timing. Auto/manual sensor calibrations are 
standard features.

On-Board System Tests
System tests are available to assist in electronic 
trou-bleshooting. These tests include: injector 
activation, injector cutout, and override of control 
outputs.

Data Link Interfaces
The ADEM A4 communicates with the EMCP via a 
dedicated communication network.

Electronic Sensing
The following sensing is available on the ADEM 
A4: oil pressure, fuel pressure, fuel temperature, 
atmospheric pressure, air inlet temperature, turbo 
outlet pressure, engine coolant temperature, 
engine speed, throttle, position, exhaust 

and crankcase pressure.
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SPECIFICATIONS
Impervious to:

Salt spray, fuel, oil and oil additives, coolant, 
spray cleaners, chlorinated solvents, hydrogen 

Input and output protection
All inputs and outputs are protected against 
short circuits to +battery and –battery

Input voltage range (24 VDC nominal)
18 to 32 VDC

Mounting
Engine mounted

LEHE5347-03 (02/19)  

Reverse polarity protected

Shock, withstands 20g

Temperature range
Operating: –40°C to 85°C (–40°F to 185°F) 
Storage: –50°C to 120°C (–58°F to 248°F)

Vibration
Withstands 8.0g @ 24 to 2 kHz



GCCP 1.2
Control Panel
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Image shown may not reflect actual configuration.

GCCP 1.2 – Control Panel
GCCP 1.2 is an Auto Start Control Module suitable for a wide 
variety of diesel gen-set applications. Monitoring an extensive 
number of engine parameters, the modules will display 
warnings, shutdown and engine status information on the 
back-lit LCD screen, illuminated LEDs and remote PC.

Description
The controller is compatible with electronic (CAN) and non-electronic 
(magnetic pick-up/alternator sensing) engines and offer an extensive 
number of flexible inputs, outputs and extensive engine protections 
so the system can be easily adapted to meet the most demanding 
industry requirements.

The extensive list of features includes enhanced event and 
performance monitoring, remote communications & PLC functionality. 
The modules can be easily configured using a configuration suite
PC software.

Full Range of Attachments
• Wide range of system expansion attachments, designed

specifically to work with the GCCP controller
• Flexible packaging options for easy and cost effective installation

Benefits
• Hours counter provides accurate information for monitoring and

maintenance periods
• User-friendly set-up and button layout for ease of use
• Multiple parameters are monitored & displayed simultaneously for

full visibility
• The module can be configured to suit a wide range of applications

for user flexibility
• PLC editor allows user configurable functions to meet user specific

application requirements
• RS485 Communication port can be used for the Remote Monitoring

Communication (Compatible with Cat PLG)

World Wide Product Support
• Cat dealers provide extensive pre and post sale support
• Cat dealers have over 1,600 dealer branch stores operating in

200 countries

Features
• • 4-line back-lit LCD text display
• Multiple display languages
• Five-key menu navigation
• LCD alarm indication
• Customisable power-up text and images
• Data logging facility
• Internal PLC editor
• Protections disable feature
• Fully configurable via PC using USB & RS485 communication
• Front panel configuration with PIN protection
• Power save mode
• 3-phase generator sensing and protection
• Generator current and power monitoring (kW, kvar, kVA, pf) kW and

kvar overload and reverse power alarms
• Over current protection
• Unbalanced load protection
• Breaker control via fascia buttons
• Fuel and start outputs configurable when using CAN Support for 0V

to 10V & 4 mA to 20 mA sensors
• 8 Configurable digital inputs (3 available for Customer use)
• 8 Configurable digital outputs (5 available for Customer use)
• 4 Configurable analogue inputs (3 available for Customer use)
• CAN, MPU and alternator frequency speed sensing in one variant
• Real time clock
• Engine pre-heat and post-heat functions
• Engine run-time scheduler
• Engine idle control for starting & stopping
• Fuel usage monitor and low fuel level alarms
• 3 Configurable maintenance alarms
• MODBUS RTU support
• User configurable MODBUS pages
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SPECIFICATIONS
DC SUPPLY
CONTINUOUS VOLTAGE RATING
8V to 35V continuous
5V for upto 1 minute

CRANKING DROPOUTS
Able to survive 0V for 100 mS, providing supply was at least 10V 
before dropout and supply recovers to 5V. This is achieved without the 
need for internal batteries.

LEDs and backlight will not be maintained during cranking

MAXIMUM OPERATING CURRENT
260 mA at 12V, 150 mA at 24V

MAXIMUM STANDBY CURRENT
145 mA at 12V, 85 mA at 24V

CHARGE FAIL/EXCITATION RANGE
0V to 35V

GENERATOR & MAINS (UTILITY) VOLTAGE RANGE
15V to 415 V AC (Ph to N)
26 V to 719 V AC (Ph to Ph

MAGNETIC PICK-UP VOLTAGE RANGE
+/- 0.5V to 70V

FREQUENCY RANGE
10,000 Hz (max)

SPECIFICATIONS
INPUTS
DIGITAL INPUTS A TO H
Negative switching

ANALOGUE INPUTS A  D
Configurable as:

ANALOGUE INPUTS  C
Configurable as:

OUTPUTS
OUTPUT A and B (FUEL & START)
15A DC at supply voltage

AUXILIARY OUTPUTS C, D, E, F, G, H, I & J 2
A DC at supply voltage

DIMENSIONS
OVERALL
216 mm x 158 mm x 43 mm
8.5” x 6.2” x 1.5”

PANEL CUTOUT
184 mm x 137 mm
7.2” x 5.3”

MAXIMUM PANEL THICKNESS
8 mm
0.3”

OPERATING TEMPERATURE
-30ºC to +70ºC
-22ºF to +158ºF

STORAGE TEMPERATURE RANGE
-40ºC to +85ºC
-40ºF to +185ºF

STANDARDS
UL, cUL Listed

NFPA 70#

Electro-Magnetic Compatibility: BS EN 61000-6-2/6-4 Electrical Safety: BS EN 60950 
Temperature: BS EN 60068-2-1, BS EN 60068-2-2
Vibration: BS EN 60068-2-6
Humidity: BS EN 60068-2-30, BS EN 60068-2-78 Shock: BS EN 60068-2-27
Degrees of protection provided by enclosures: BS EN 60529 Ingress Protection: 
IP65 – Front of module when installed into the control panel with the optional sealing gasket 
# Applicable codes and standards facilitate compliance to NFPA 70

LEHE2017-0
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OPTIONAL MODULES
Remote annunciator

The Remote annunciator with an integral sounder is an output LED 
expansion module is designed to display a maximum of eight individual LED 
indications up to a maximum distance of 1 km (0.6 miles). The annunciator 
will consist of two modules to provide a 16 Channel Fault annunciation.
The Panels are fitted with removable label cards which can be used to 
identify the standard NFPA alarms
.

Key Features:
• Panel mount
• Vertical design
• In-built alarm
• Alarm mute button
• Max of 80 configurable LED’s

Input Expansion Module
The Input Expansion module is used in conjunction with supported GCCP controllers 
to provide additional, flexible, input functionality. The module’s ID switch is 
configurable from the module and the 10 inputs can be configured from within the 
‘host controller’. The inputs can be configured in a number of ways to connect to 
digital switches, resistive sensors, 0-10V DC signals or 4-20 mA sig.

Key Features:
• DIN rail & chassis mount
• Power on/link lost LED
• 1.2 km (0.75 Mile) working range
• Connect maximum of 4 x Input Modules to a single host controller
• Max of 40 configurable inputs

Output Expansion Module
The output relay expansion module for use with compatible GCCP control modules 
has been designed to extend a host module’s output capabilities.
A maximum of 10 relays can be connected to an individual module at any one time. 
All outputs are configurable via the host controller.

Key Features:
• Power On/Link Lost LED ID SWITCH
• 10 Expansion modules can be connected to 1 host controller at a time
• 8 Configurable relay contacts with LED indicators:

o 4 Normally Open (N/O)
o 4 Change Over (C/O)

• Terminal strip connection for quick and easy set-up

















CATERPILLAR ENGINE DIVISION  
TECHNICAL COMMUNICATIONS GROUP 

Installation Drawing Index  
AutoCAD 2015 Format

Installation Drawing No. 5881059 chg 00

Overall Dimensions:

SOUND ATTENUATED L2 WITH 24HR INTEGRAL TANK

Length =

Width =

Height = 

3950.00 mm

1440.00 mm

2487.00 mm

Engine pricing arrangements found on drawing:

Attachment pricing arrangements found on drawing:

LS3971 chg 00 LS3972 chg 00

LS3822 chg 00 LS3916 chg 00 LS3943 chg 00

LS3823 chg 00 LS3918 chg 00 LS3945 chg 00

LS3824 chg 00 LS3919 chg 00 LS3946 chg 00

LS3825 chg 00 LS3925 chg 00 LS3954 chg 00

LS3826 chg 00 LS3927 chg 00 LS3955 chg 00

LS3827 chg 00 LS3929 chg 00 LS3957 chg 00

LS3831 chg 00 LS3931 chg 00 LS3958 chg 00

LS3832 chg 00 LS3933 chg 00 LS3987 chg 00

LS3857 chg 00 LS3935 chg 00 LS3988 chg 00

LS3864 chg 00 LS3937 chg 00 LS3989 chg 00

LS3869 chg 00 LS3939 chg 00 LS3990 chg 00

LS3898 chg 00 LS3942 chg 00 2626161 chg 02



5881059A.dwf = Summary of LS-3971 Chg 00 w/ Attachments Shown. (sheet1)

LS3971 chg 00 LS3925 chg 00 LS3943 chg 00

LS3972 chg 00 LS3927 chg 00 LS3945 chg 00

LS3831 chg 00 LS3987 chg 00 LS3946 chg 00

LS3898 chg 00 LS3929 chg 00 LS3954 chg 00

LS3822 chg 00 LS3988 chg 00 LS3955 chg 00

LS3823 chg 00 LS3931 chg 00 LS3957 chg 00

LS3824 chg 00 LS3933 chg 00 LS3958 chg 00

LS3825 chg 00 LS3935 chg 00 LS3857 chg 00

LS3826 chg 00 LS3989 chg 00 LS3864 chg 00

LS3827 chg 00 LS3937 chg 00 LS3869 chg 00

LS3916 chg 00 LS3990 chg 00 LS3832 chg 00

LS3918 chg 00 LS3939 chg 00 2626161 chg 02

LS3919 chg 00 LS3942 chg 00

5881059B.dwf = Top View, Rear View, Right Side View of LS-3971 Chg 00 w/ 
Attachments Shown. (sheet2)

5881059C.dwf = Front View, Left Side View of LS-3971 Chg 00 w/ Attachments, View 
A-A (Tank View) Shown. (sheet3)
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Cat® GC Full Load Current
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Three Phase – 60 Hz

Power Voltage

kW KVA 600 V 480 V 208 V
FLC FLC FLC

250.0 312.5 300.7 375.9 867.4
300.0 375.0 360.9 451.1 1040.9
350.0 437.5 421.0 526.2 NA
400.0 500.0 481.1 601.4 NA
450.0 562.5 541.3 676.6 NA
500.0 625.0 601.4 751.8 NA
550.0 687.5 661.6 827.0 NA
600.0 750.0 721.7 902.1 NA

300.0 375.0 360.9 451.1 1040.9



Cat® GC Circuit Breakers

Circuit Breakers [C9, C13, C15, C18]
D250 GC, D300 GC, D350 GC, D400 GC, D450 GC, D500 GC, D550 GC, D600 GC

Page 1 of 8

Model Current (A) Operation

C9, C13, C15 400 Manually Operated

C9, C13, C15, C18 600 Manually Operated

C9, C13, C15, C18 800 Manually Operated

C9, C18 1200 Manually Operated

1st Breaker FLC Capacity or one frame less than FLC capacity except when 1st breaker is 400 A.

Current 
(A) Frame Number 

of Poles

Interrupting Ratings (kA ms) Trip
Unit

(Lugs) Cable Size 
Range / Phase Auxilliary Options

240V 480V 600V

100 XT2 3 65 25 18
Electronic

LS/I or LSI
14-1/0 AWG

1 Form C + 1 Bell Alarm

Shunt Trip 24VDC

250 XT4 3 65 25 18
Electronic

LS/I or LSI
14-1/0 AWG

1 Form C + 1 Bell Alarm

Shunt Trip 24VDC

400 XT5 3 65 35 18

Electronic LS/I

or LSI

1 Form C + 1 Bell Alarm
Shunt Trip 24VDC

600 XT6 3 65 35 20 (3) 2/0 – 400 kcmil

800 XT6 3 65 35 20 (3) 2/0 – 400 kcmil

1200 XT7 3 65 50 25 (4) 4/0 – 500 kcmil
1 Form C + 1 Bell Alarm

Shunt Trip 24VAC/VDC

Manually Operated Circuit Breakers

2nd Breaker Options

Model Current (A) Operation

C9, C13, C15, C18 100 / 250 Manually Operated

2nd Breaker either 100A or 250A.

1st Breaker Options (400 – 1200A)

400 XT5 3 65 35 18

Electronic LS/IElectronic LS/I

LSIor LSI

C9, C13, C15 400 Manually Operated



Circuit Breakers

Trip Curves for Circuit Breakers with Electronic Trip Units

XT2 Ekip LSI
L-S-I Functions

Page 2 of 8

XT4 Ekip
LS/I L-I Functions

XT4 Ekip
LS/I L-S Functions

Figure 1

Figure 2



Circuit Breakers
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Figure 3

XT4 Ekip LS/I
I Functions

XT4 Ekip
L-S-I Functions



Circuit Breakers
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Figure 4

XT5 Ekip Dip LSI
L-S-I Functions



Circuit Breakers
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Figure 5

XT6 Ekip Dip LSI
L-S-I Functions



Circuit Breakers
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XT5 – XT6 Ekip Dip LS/I
L-S-I Functions

Figure 6



Circuit Breakers

XT7 – XT7 M Ekip Dip LSI
L-S-I Functions

Figure 7
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Circuit Breakers

XT7 – XT7 M Ekip Dip LS/I
L-I Functions L-S Functions
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• Intelligent two, three and four stage charging profiles 

• Configurable to suit most battery types (12V/24V) 

• Adjustable current limit 

• Can be used as a battery charger, power supply or both at the same time 

• Automatic or Manual boost and storage charge functions to help maintain battery condition 

• Digital Microprocessor Technology

• Temperature compensation for battery charging 

• Low Output Ripple and superb line regulation 

• Three LED Indicators 

• AC input Under voltage 

• AC input Over voltage 

• Battery charger output Over voltage 

• Battery charger output Over current 

• Optional battery temperature compensation with over temperature protection 

• Output short circuit and Inversion polarity with auto recovery 

• Configurable charge termination 

• UL1236 /UL1564 

Automatic Boost Mode

• Boosts and equalises cell charge improving battery performance and life

Power Save Mode

• Once the battery is fully charged the chargers switch to Eco-Power to save energy

Communication 

• Can be integrated into external systems through MODBUS RTU using RS485

• Fully configurable via PC Software

Attachments

BATTERY CHARGER

The intelligent battery charger has been developed with safety, usability, optimised 

battery performance and maximum battery lifetimes in mind.

A comprehensive range of input and output protections ensures a continued safe 

charging environment also enabling the use of the charger as a power supply.  

BENEFITS

Fully flexible to maximise the life of the battery

Suitable for a wide range of battery types

Switched mode design

Minimum 86% efficiency throughout full operating range

No external intervention for boost mode

Multiple chargers can be linked together to provide larger current output

Can be permanently connected to battery and mains (utility) supply. No need to disconnect 

through high load conditions.

AC SUPPLY
VOLTAGE RANGE 90 V to 305 V (L-N)

FREQUENCY RANGE
48 Hz to 64 Hz (L-N)

DC OUTPUT RATING 
10 A DC at 24 V DC

RIPPLE AND NOISE
<1% 

EFFICIENCY 
>86%

REGULATION LINE
<0.5% 

LOAD
2% 

TEMPERATURE SENSOR INPUT
PT1000 

PROTECTIONS 
Short Circuit

DC Over Voltage 

DC Over Current 

Reverse Polarity 

Over Temperature

AC Under & Over Voltage

CHARGE FAILURE RELAY
3 A at 30 V DC volt free relay

DIMENSIONS OVERALL
70 mm x200 mm x 130 mm

2.7” x 7.9” x 5.1” 

WEIGHT
0.75 kg

OPERATING TEMPERATURE RANGE
-30 °C to +80 °C

-22 °F to +176 °F

STORAGE TEMPERATURE RANGE
-40 °C to +70 °C

-22 °F to +158 °F

LEHE2022-02 (10-20)
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Remote Emergency Stop Button

• Enclosure degree of protection – IP 6
• UL Listed (NKCR)
• Assembled enclosure with shroud
• 40 mm mushroom emergency stop
• Twist release
• 2NC – horizontally mounted

Dimensions 
• Net Width: 0.065 m
• Net Height: 0.078 m
• Net Depth: 0.065 m
• Net Weight: 0.124 kg

Remote Emergency 
Stop Button 

LEHE1124-0 ( - )
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Input Expansion Module

ENVIRONMENTAL TESTING STANDARD

ELECTRO-MAGNETIC COMPATIBILITY
BS EN 61000-6-2
EMC Generic Immunity Standard for the Industrial Environment
BS EN 61000-6-4
EMC Generic Emission Standard for the Industrial Environment

ELECTRICAL SAFETY
BS EN 60950
Safety of Information Technology Equipment, including Electrical 
Business Equipment

TEMPERATURE
BS EN 60068-2-1
Ab/Ae Cold Test -30 °C BS EN 60068-2-2
Bb/Be Dry Heat +70°C

VIBRATION
BS EN 60068-2-6
Ten sweeps in each of three major axes
5 Hz to 8 Hz @ +/-7.5 mm, 8 Hz to 500 Hz @ 2 gn

SHOCK
BS EN 60068-2-27
Three shocks in each of three major axes 15 gn in 11 Ms

HUMIDITY
BS EN 60068-2-30
Db Damp Heat Cyclic 20/55°C @ 95% RH 48 Hours
BS EN 60068-2-78
Cab Damp Heat Static 40°C @ 93% RH 48 Hours

DEGREES OF PROTECTION PROVIDED BY ENCLOSURES
BS EN 60529
IP21

SPECIFICATION

CONTINUOUS VOLTAGE RATING
8 V to 35 V Continuous

CRANKING DROPOUTS
Able to survive 0 V for 50 mS, providing supply was at least 10 V 
before dropout and supply recovers to 5 V. This is achieved without 
the need for internal batteries. LEDs light will not be maintained 
during cranking.

MAXIMUM OPERATING CURRENT
292 mA at 12 V, 167 mA at 24 V mA at 24 V

MAXIMUM STANDBY CURRENT
101 mA at 12 V, 167 mA at 24 V

INPUTS
10 inputs configurable for digital/resistive (3k ohms) 4 – 20 mA
and 0 – 10 V DC

DIMENSIONS OVERALL
165 mm x 76 mm x 49 mm

STROAGE TEMPERATURE RANGE 
-40ºC to + 85ºC

Input Expansion Module

The Ratiometric Input Expansion module is used in conjunction with supported 
controllers to provide additional, flexible, input functionality. The module’s ID  
switch is configurable from the module and the 10 inputs can be configured 
from within the ‘host controller’.

The ratiometric inputs can be configured in a number of ways to connect to 
digital switches, resistive sensors, 0 – 10 V DC signals or 4 – 20 mA signals.

LED indication is provided for ‘Power On’ and ‘Link Lost’.

Features
• Power On/Link Lost LED
• 10 inputs configurable for digital/resistive 4 – 20 mA and 0 – 10 V DC
•  A maximum of 4 modules can be connected to 1 host control module to 

provide up to 40 additional configurable inputs
• Works up to 1.2 km (0.75 miles) from the host controller
• Terminal strip connection for quick and easy set-up

Picture shown may not reflect actual configuration.
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Attachments

Jacket Water Heater (WHHH01/ 
WHHH03)
Appropriate when the generator set is to be 
sited in a low ambient environment, the heater 
maintains the engine coolant at a temperature 
[typically 38°C (100°F)] which facilitates rapid 
starting and load acceptance. The heater 
assembly uses UL compliant components (to 
UL1030) and has CSA certification which is to 
both CSA and UL Standards.

The heater itself is powered by a 240V for 60 Hz 
AC auxiliary supply. A thermostatic controller is 
included to regulate the output temperature to 
within safe limits. When the generator set is not 
running the heater is automatically connected to 
the AC supply through a power relay mounted in 
the control panel.

Upon receiving a start signal the AC supply is 
automatically disconnected by the power relay and 
automatically reconnected when the start signal is 
removed, and the engine has stopped.

Features
• Uniform heat distribution
• Reduces wear from cold spots
• Improves startability
• Thermostatically controlled and protected
• 6’ (1.8m) cord length (577-1758) 
• 16.4’ (5.0m) cord length (578-9355).
• Ensures generator is at optimal starting temperature and ready to accept load
• Durable pump with non-magnetic impeller that does not attract metal debris
• Robust die cast aluminum housing improves sealing of the hoses, eliminates leaking and breakage
• Corrosion resistant steel brackets for superior strength and durability
• Reduces thermal stress on coolant hoses
• Element designed for long life with maximum heat transfer
• IP44 Ingress Protection Rating
• No evaporation of coolant from hoses
• Reduces low coolant level alarms because coolant does not boil

LEHE2077-01 (10/20)  
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Part No Outlet Location Watts Volts Amps
Regulating
Thermostat

Safety
Thermostat

577-1758/578-9355 Right 2700 240 11.25
On 90°F (32°C) 

210°F (98°C)



LED Lights

Features
AC/DC Lighting Kit
• Capable of AC and DC operation with provided

selector switch
• DC operation has a 60-minute timer switch to

limit battery drain
• AC operation is enabled by transformer
• Low voltage, low energy circuit and operation
• Installation includes  LED ligh

Technical Data
Theoretical Lumens Output 1600 lm
Operational Lumens Output 1000 lm
Color Temperature 5700 K
Lens PC
Body Aluminum
Weight 0.6 kg
IP Rating IP68, IP6K9K

EMC

CISPR 25 Class 3, 
EN 12895, 
ISO 13766, 
ISO 14982, 
ISO 7637-2

Operating Temperatures
-40°C to +85°C
(Overheat
protected)

LED Lights

LEHE1084-0 (5- )
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Output Expansion Module

ENVIRONMENTAL TESTING STANDARD

ELECTRO-MAGNETIC COMPATIBILITY
BS EN 61000-6-2
EMC Generic Immunity Standard for the Industrial Environment
BS EN 61000-6-4
EMC Generic Emission Standard for the Industrial Environment

ELECTRICAL SAFETY
BS EN 60950
Safety of Information Technology Equipment, including
Electrical Business Equipment

TEMPERATURE
BS EN 60068-2-1
Ab/Ae Cold Test -30 °C BS EN 60068-2-2
Bb/Be Dry Heat +70°C

VIBRATION
BS EN 60068-2-6
Ten sweeps in each of three major axes
5 Hz to 8 Hz @ +/-7.5 mm, 8 Hz to 500 Hz @ 2 gn

SHOCK
BS EN 60068-2-27
Three shocks in each of three major axes 15 gn in 11 Ms

HUMIDITY
BS EN 60068-2-30
Db Damp Heat Cyclic 20/55 °C @ 95% RH 48 Hours BS
EN 60068-2-78
Cab Damp Heat Static 40 °C @ 93% RH 48 Hours

SPECIFICATION

CONTINUOUS VOLTAGE RATING
8 V to 35 V Continuous

CRANKING DROPOUTS
Able to survive 0 V for 50 mS, providing supply was at least 10 V 
before dropout and supply recovers to 5 V. This is achieved without 
the need for internal batteries. LEDs and backlight will not be 
maintained during cranking.

MAXIMUM OPERATING CURRENT
325 mA at 12 V, 152 mA at 24 V

MAXIMUM STANDBY CURRENT
70 mA at 12 V, 32 mA at 24 V

AUXILIARY RELAY CONTACTS
2 Amp DC rated voltage free

DIMENSIONS OVERALL
165 mm x 76 mm x 49 mm
6.5” x 3” x 1.9”

Output Expansion Module
Output relay expansion module for use with compatible control modules.
The Output Expansion module has been designed to extend a host module’s 
output capabilities.

A maximum of 10 Output Expansion modules can be connected to an
individual module at any one time. All outputs are configurable via the
host controller.

The module will work up to 1 KM (0.6miles) from the host
control module.

Features
• Power On/Link Lost LED ID SWITCH
•  10 expansion modules can be connected to 1 host controller

at a time
• 8 configurable relay contacts with LED indicators
• 4 Normally Open (N/O)
• 4 Change Over (C/O)
•  Terminal strip connection for quick and easy set-up

Picture shown may not reflect actual configuration.
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Silencers

• End Inlet / End Outlet canbe adaptedtodifferent exhaust configurationsfor ease of installation
• Coated with satinblack paint ratedto 1200°Fto retain appearance and corrosion resistance over time
• Connection ANSIflanges are readily adaptable to other hardwareprovidingease of installation
• Complete withcondensate drain and plug
• Aluminized steel all welded construction forheavy duty applicationandcorrosionresistance

STANDARD FEATURES

25 dBA Grade

Silencers for DE250GC to DE600GC

Residential Silencer – 25dBA

Generator Model

Frequency
Sound 

Attenuation @ 
100% Load

Dimensions Weight

Hz dBA
Length (C) 

mm
Width (B)

mm

Inlet Diameter 
(A)

mm
Kg

DE250GC – DE300GC 60 25 2047 453.0 157 123.7

DE350GC – DE400GC 60 25 1663 554.2 219 123.6

DE450GC – DE500GC 60 25 1676 554.2 211 123.6

DE550GC – DE600GC 60 25 1676 554.2 211 147.9

www.Cat.com/electricpower
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Telematics Hardware

Cat® PL444 4G LTE
Radio (Model: PL444 NA)
Telematics Hardware
Product Description
The Caterpillar PL444 system is a Telematics product 
that is designed to record and store data from multiple 
datalinks (CAN J1939, Modbus RS485) present on 

-
tems for end customer use. 

LEHE20361-00 Page 1 of 2

• 4G LTE Category 4 Radio
• GNSS signal tracking

• CAN datalink communication
• Modbus datalink communication
• Durable IP66/67-rated enclosure 

Features

Radio Connections / Pinout
A B C D E F G K L M

1 CAN_H CAN_L Not used Not used Not used Not used Not used Not used KSW Batt+

2 Not used Not used Not used Not used Not used Not used Not used Wireless 
Disable Not used Batt-

3 RS485 RTN Not used Not used Not used Not used Not used LSD1 Not used Not used Not used

4 RS485_A RS485_B Not used Not used Not used Not used Not used Not used Not used Not used

CAN_H: CAN High
CAN_L: CAN Low
KSW:  Keyswitch (Ignition) – Wakes the device up when 

tied to Batt+ voltage
Batt+: 12/24V Input
Batt-: Ground/Return
Wireless Disable: When pulled to ground, disables all RF

transmissions (Cellular)
LSD1/2:  Low Side Drivers 1 and 2.  Connects a load with a 

voltage source, to ground when enabled,
completing the circuit

RS485 RTN: RS-485 Shield
RS485A/B: RS-485 Modbus connections

*All dimensions are in inches.

8.5
7.1

4.7

0.7

2.8
0.6

0.7

3.5

0.7

5.6

1.4Radio Dimensions



Telematics Hardware

Input Voltage
Voltage Range..........................................................9 to 32V DC
Protection ...........................................................Reverse polarity
Current Consumption 
Idle Current (non-transmitting)...................................... < 300 mA  
Peak Current ........................................................................ < 6A
Sleep Current .................................................................... <3 mA

Enclosure Material..........................Plastic (PBT+ASA GF30 FR)
Aluminum (AIMg2.5 / H22; H23)

Dimensions (in)......................................................8.5 x 5.6 x 1.4
Weight ..............................................................................0.45 kg 
Interface Connectors ............................................... 48 pin Molex

Environment
Operating/Storage Temp ..................................... -40°C to +85°C
Ingress Protection............................................................ IP66/67
Humidity......................................................................SAE J1455
Vibration ...........9.8 Grms random (24-2000 Hz), up to 0.5 g2/Hz 
Regulatory Compliance
FCC, IC, CE RED, EN/UL/CSA 62368-1, RoHS, WEEE, 
REACH
LEDs
Orange  GNSS (Solid: GNSS Fix, 1Hz: Searching/no lock,

Blue  Datalink (Flashing: Activity on J1939 or Modbus

Yellow  Cellular (Solid: Data connection established,
Flashing: Searching for signal,

White  Bluetooth® (Solid: Connection established, Flashing: 

Secure Key Injection
Security................................... Unique and cryptographic identity
Communications
Datalink ..................................................................... J1939/CAN
Datalink............................................................ Modbus (RS-485)
Wireless........................................... 4G LTE with 2G/3G fallback 
Wireless ........................................................Bluetooth®/BLE 5.0
I/O
Low Side Drivers (300 mA max) .................................................2 
Switch to Ground........................................................................1
Keyswitch ...................................................................................1

Positioning (GNSS)
Signal Tracking .........................GPS/Galileo/GLONASS/BeiDou                        
Antenna ............................................................................Internal

Cellular Communications

LTE Bands/Frequencies
Band Frequencies (Uplink / Downlink) (MHz)
2 1850-1910 / 1930-1990
4 1710-1755 / 2110-2155
5 824-849 / 869-894
7 2500-2570 / 2620-2690
12/17 699-716 / 729-746
13 777-787 / 746-756

3G (UMTS) Bands/Frequencies
Band Frequencies (Uplink / Downlink) (MHz)
2 1850-1910 / 1930-1990
4 1710-1755 / 2110-2155
5 824-849 / 869-894

2G (GSM) Bands/Frequencies
Band Frequencies (Uplink / Downlink) (MHz)
2 1850-1910 / 1930-1990
5 824-849 / 869-894

Antennas ................................... 2x internal (Primary + Diversity)
to support 2x2 MIMO

SIM ............................................................................ eUICC chip
Operating Temperature........................................ -30°C to +70°C

Bluetooth® Communications
Frequencies..................................................... 2402 – 2480 MHz
Version.............................................................................BLE 5.0
Antenna ............................................................................internal
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100 Amp Load Center

100 Amp Load Center

Specifications

Dimensions and 
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Generator Startup Checklist 

Installation job site___________________________________    Date: ____________ 

Caterpillar—Olympian Model_____________ Rating_______KW Standby----Prime 

Engine S/N_______________ Generator S/N_______________ GenSet Pkg. S/N_______________ 

ATS Model_______________ ATS S/N_____________ 

ATS Model_______________ ATS S/N_____________ 

 Check Points     Notes 
Lube system connections 

 Oil Level 
Check fuel system connections 
Check fuel system linkages 

 Check air filter 
Check vent piping and connections 
Check and adjust fan belts 
Check anti-freeze—top as needed 
Check remote components (if applicable) 
Check radiator core and tanks 
Check jacket water heater connections 
and operation 
Check battery electrolyte level 
Check cables, lugs, and terminals 
Check battery charger and operation 
Make necessary connections
Check power connections 
Check circuit breaker connections and 
operation 
Check panel light operation 
Check annunciator lights and alarms 
Check remote annunciator connections (if 
equipped) 
Connect control wiring as necessary 
Check transfer switch operation 

 Check phase rotation 
Adjust time delays as required 
Check shutdowns and alarms 

 Check exhaust system 

ENGINE RUNNING

Oil pressure_____ PSI Engine RPM_______     Freq __________ AC Voltage_____________ 

Battery Charging Volts (if applicable)_____ Volts     Water Temp________ 

Note additional comments:_______________________________________________________________
______________________________________________________________________________________
______________________________________________________________________________________ 
I hereby confirm that the above generator set has been correctly installed at the above location. 

Field Technician_______________________________Signature__________________________________ 





 

**
 A

 g
en

er
al

 ru
le

 o
f t

hu
m

b 
–

in
ta

ke
 s

ur
fa

ce
 a

re
a 

sh
ou

ld
 b

e 
1.

5X
 th

e 
di

sc
ha

rg
e 

ar
ea

 o
f t

he
 ra

di
at

or
. T

hi
s 

is
 a

 ru
le

 o
f t

hu
m

b
on

ly
an

d 
do

es
 

no
t g

ua
ra

nt
ee

 s
uf

fic
ie

nt
 fl

ow
 in

 a
ll 

ca
se

s.
 



 

Tr
an

sf
er

 s
w

itc
h(

es
)m

ay
 b

e 
en

er
gi

ze
d 

pr
io

rt
o

th
e

ar
riv

al
 o

fB
oy

d 
pe

rs
on

ne
l.

R
ef

er
to

th
e

O
&

M
m

an
ua

l (
lo

ca
te

d 
in

si
de

 o
ft

he
sw

itc
h)

 fo
r

in
st

ru
ct

io
ns

pr
io

r t
o 

en
er

gi
zi

ng
. 

B
oy

d 
Te

ch
ni

ci
an

s 
w

ill 
la

nd
/te

rm
in

at
e 

co
nt

ro
l w

iri
ng

 fo
r t

he
 g

en
er

at
or

 s
et

 a
nd

 A
TS

. 
A

 s
ep

ar
at

e 
in

te
rc

on
ne

ct
 d

ia
gr

am
 is

 p
ro

vi
de

d 
fo

r w
iri

ng
 s

pe
ci

fic
s.



 

o

P
rio

r t
o 

a 
te

ch
ni

ci
an

 b
ei

ng
 d

is
pa

tc
he

d 
yo

ur
 B

oy
d 

se
rv

ic
e 

re
pr

es
en

ta
tiv

e 
w

ill
 p

re
-in

sp
ec

t t
he

 p
ro

je
ct

. P
le

as
e 

co
nt

ac
t y

ou
r s

er
vi

ce
 re

pr
es

en
ta

tiv
e,

co
nt

ac
t i

nf
or

m
at

io
n 

is
 o

n 
th

e 
co

ve
r o

f t
hi

s 
su

bm
itt

al
.

o o o



 N
O

TE
:

If
th

er
e

ar
e

an
y

qu
es

tio
ns

re
ga

rd
in

g
pr

op
er

 in
st

al
la

tio
n

be
fo

re
,d

ur
in

g,
 o

r a
fte

r c
om

m
is

si
on

in
g,

 p
le

as
e

co
nt

ac
t y

ou
r B

oy
d 

C
at

re
pr

es
en

ta
tiv

e.
 



B
oy
d
CA

T
D
ed
ic
at
ed

El
ec
tr
ic
Po

w
er

B
ra
nc
h

EP
G
B
RA

N
CH

M
A
P

di
t
d
El

t
i
P

B



C
at

er
pi

lla
r 

In
c.

 o
r 

an
y 

of
 i

ts
 s

ub
si

di
ar

ie
s 

(“C
at

er
pi

lla
r”)

 w
ar

ra
nt

s 
ne

w
 a

nd
 

re
m

an
uf

ac
tu

re
d 

en
gi

ne
s 

an
d 

el
ec

tri
c 

po
w

er
 g

en
er

at
io

n 
pr

od
uc

ts
 (

ne
w

 a
nd

 
ne

w
 w

ith
 C

at
®
 R

em
an

 E
ng

in
es

) 
so

ld
 b

y 
it 

(in
cl

ud
in

g 
an

y 
pr

od
uc

ts
 o

f 
ot

he
r 

m
an

uf
ac

tu
re

rs
 p

ac
ka

ge
d 

an
d 

so
ld

 b
y 

C
at

er
pi

lla
r),

 t
o 

be
 f

re
e 

fro
m

 d
ef

ec
ts

 in
 

m
at

er
ia

l a
nd

 w
or

km
an

sh
ip

.

Th
is 

wa
rra

nt
y 

do
es

 n
ot

 a
pp

ly 
to

 e
ng

in
es

 s
ol

d 
fo

r u
se

 in
 o

n-
hi

gh
wa

y 
ve

hi
cle

 o
r m

ar
in

e 
ap

pl
ica

tio
ns

; e
ng

in
es

 in
 m

ac
hi

ne
s 

m
an

uf
ac

tu
re

d 
by

 o
r 

fo
r 

Ca
te

rp
illa

r; 
C1

75
, 3

50
0 

an
d 

36
00

 s
er

ie
s 

en
gi

ne
s 

us
ed

 in
 lo

co
m

ot
ive

 a
pp

lic
at

io
ns

; 3
00

0 
Fa

m
ily

 e
ng

in
es

, C
0.

5 
th

ro
ug

h 
C4

.4
 a

nd
 A

CE
RT

™
 (C

6.
6,

 C
7,

 C
7.

1,
 C

9,
 C

9.
3,

 C
11

, C
13

, C
15

, C
18

, C
27

, 
an

d 
C3

2)
 e

ng
in

es
 u

se
d 

in
 in

du
st

ria
l, 

m
ob

ile
 a

gr
icu

ltu
re

 a
nd

 lo
co

m
ot

ive
 a

pp
lic

at
io

ns
; 

or
 C

at
®
 b

at
te

rie
s;

 o
r E

le
ct

ric
 P

ow
er

 G
en

er
at

io
n 

pr
od

uc
ts

 m
an

uf
ac

tu
re

d 
or

 a
ss

em
bl

ed
 

an
d 

so
ld

 in
 In

di
a 

ex
ce

pt
 G

C 
m

od
el

s,
 w

hi
ch

 a
re

 c
ov

er
ed

 b
y 

th
is 

wa
rra

nt
y. 

Th
es

e 
pr

od
uc

ts
 (e

xc
ep

t f
or

 G
C 

m
od

el
s)

 a
re

 c
ov

er
ed

 b
y 

ot
he

r C
at

er
pi

lla
r w

ar
ra

nt
ie

s.

Th
is

 w
ar

ra
nt

y 
is

 s
ub

je
ct

 to
 th

e 
fo

llo
w

in
g:

W
ar

ra
nt

y 
Pe

rio
d

•   
 Fo

r 
in

du
st

ria
l e

ng
in

es
, 

en
gi

ne
s 

in
 a

 p
et

ro
le

um
 a

pp
lic

at
io

ns
 o

r 
Pe

tro
le

um
 

Po
w

er
 S

ys
te

m
s 

(e
xc

lu
di

ng
 p

et
ro

le
um

 fi
re

 p
um

p 
ap

pl
ic

at
io

n)
, o

r e
ng

in
es

 in
 

a 
Lo

co
m

ot
iv

e 
ap

pl
ic

at
io

n,
 t

he
 w

ar
ra

nt
y 

pe
rio

d 
is

 1
2 

m
on

th
s 

af
te

r 
da

te
 o

f 
de

liv
er

y 
to

 th
e 

fir
st

 u
se

r.
• 

  Fo
r e

ng
in

es
 u

se
d 

in
 p

et
ro

le
um

 fi
re

 p
um

p 
an

d 
m

ob
ile

 a
gr

ic
ul

tu
re

 a
pp

lic
at

io
ns

 
th

e 
w

ar
ra

nt
y 

pe
rio

d 
is

 2
4 

m
on

th
s 

af
te

r d
at

e 
of

 d
el

iv
er

y 
to

 th
e 

fir
st

 u
se

r.
• 

 Fo
r 

st
an

da
lo

ne
 c

on
tro

ls
, 

co
nf

ig
ur

ab
le

 a
nd

 c
us

to
m

 s
w

itc
hg

ea
r 

pr
od

uc
ts

, 
(in

clu
di

ng
 m

od
er

ni
ze

d 
or

 r
et

ro
fit

te
d)

 a
nd

 a
ut

om
at

ic 
tra

ns
fe

r 
sw

itc
h 

pr
od

uc
ts

, 
th

e 
w

ar
ra

nt
y 

pe
rio

d 
is 

24
 m

on
th

s 
af

te
r d

at
e 

of
 d

el
ive

ry
 to

 th
e 

fir
st

 u
se

r, 
bu

t n
ot

 
to

 e
xc

ee
d 

30
 m

on
th

s 
fro

m
 s

hi
pm

en
t f

ro
m

 th
e 

C
at

er
pi

lla
r p

la
ce

 o
f m

an
uf

ac
tu

re
. 

• 
 Fo

r n
ew

 C
G

13
2,

 C
G

17
0 

an
d 

C
G

26
0 

se
rie

s 
po

w
er

 g
en

er
at

io
n 

pr
od

uc
ts

 th
e 

w
ar

ra
nt

y 
pe

rio
d 

is
 2

4 
m

on
th

s 
af

te
r 

da
te

 o
f d

el
iv

er
y 

to
 fi

rs
t u

se
r, 

bu
t n

ot
 to

 
ex

ce
ed

 3
6 

m
on

th
s 

fro
m

 s
hi

pm
en

t f
ro

m
 th

e 
C

at
er

pi
lla

r p
la

ce
 o

f m
an

uf
ac

tu
re

.
• 

 Fo
r 

el
ec

tri
c 

po
w

er
 g

en
er

at
io

n 
pr

od
uc

ts
 o

th
er

 t
ha

n 
C

G
13

2,
 C

G
17

0 
an

d 

E
ffe

ct
iv

e 
w

ith
 s

al
es

 to
 th

e 
fir

st
 u

se
r o

n 
or

 a
fte

r J
an

ua
ry

 1
, 2

02
6

C
A

T
E

R
P

IL
LA

R
 L

IM
IT

E
D

 W
A

R
R

A
N

T
Y

In
du

st
ria

l, 
Pe

tro
le

um
, L

oc
om

ot
iv

e,
 a

nd
 A

gr
ic

ul
tu

re
 E

ng
in

e 
Pr

od
uc

ts
 a

nd
 E

le
ct

ric
 P

ow
er

 G
en

er
at

io
n 

Pr
od

uc
ts

W
or

ld
w

id
e

C
G

26
0 

se
rie

s 
in

 p
rim

e 
or

 c
on

tin
uo

us
 a

pp
lic

at
io

ns
 th

e 
w

ar
ra

nt
y 

pe
rio

d 
is

 1
2 

m
on

th
s.

 F
or

 s
ta

nd
by

 a
pp

lic
at

io
ns

 t
he

 w
ar

ra
nt

y 
pe

rio
d 

is
 2

4 
m

on
th

s/
10

00
 

ho
ur

s.
 F

or
 e

m
er

ge
nc

y 
st

an
db

y 
ap

pl
ic

at
io

ns
 t

he
 w

ar
ra

nt
y 

pe
rio

d 
is

 2
4 

m
on

th
s/

40
0 

ho
ur

s.
 A

ll 
te

rm
s 

be
gi

n 
af

te
r d

at
e 

of
 d

el
iv

er
y 

to
 th

e 
fir

st
 u

se
r.

• 
Fo

r 
ot

he
r 

m
an

uf
ac

tu
re

r 
br

an
de

d 
se

le
ct

iv
e 

ca
ta

ly
tic

 r
ed

uc
tio

n 
sy

st
em

s 
(O

M
B-

SC
R

) 
so

ld
 t

hr
u 

C
at

er
pi

lla
r 

an
d 

in
st

al
le

d 
by

 C
at

er
pi

lla
r 

or
 a

 C
at

 
de

al
er

 fo
r u

se
 in

 s
el

ec
t C

at
 3

50
0 

ge
ne

ra
to

r s
et

s 
so

ld
 a

nd
 o

pe
ra

tin
g 

in
 th

e 
U

ni
te

d 
St

at
es

, 
th

e 
w

ar
ra

nt
y 

pe
rio

d 
is

 1
2 

m
on

th
s 

be
gi

nn
in

g 
on

 t
he

 d
at

e 
of

 c
om

m
is

si
on

in
g 

of
 th

e 
O

M
B-

SC
R

. T
he

 m
ax

im
um

 in
ve

nt
or

y 
or

 ti
m

e 
th

e 
pr

od
uc

t 
is

 u
nd

el
iv

er
ed

 a
fte

r 
re

ce
ip

t 
by

 t
he

 d
ea

le
r 

or
 c

us
to

m
er

 s
ite

 i
s 

6 
m

on
th

s.
 

• 
 Fo

r 
al

l o
th

er
 a

pp
lic

at
io

ns
 t

he
 w

ar
ra

nt
y 

pe
rio

d 
is

 1
2 

m
on

th
s 

af
te

r 
da

te
 o

f 
de

liv
er

y 
to

 th
e 

fir
st

 u
se

r.

C
at

er
pi

lla
r R

es
po

ns
ib

ili
tie

s

If 
a 

de
fe

ct
 i

n 
m

at
er

ia
l 

or
 w

or
km

an
sh

ip
 i

s 
fo

un
d 

du
rin

g 
th

e 
w

ar
ra

nt
y 

pe
rio

d,
 

C
at

er
pi

lla
r w

ill,
 d

ur
in

g 
no

rm
al

 w
or

ki
ng

 h
ou

rs
 a

nd
 a

t a
 p

la
ce

 o
f b

us
in

es
s 

of
 a

 C
at

 
de

al
er

 o
r o

th
er

 s
ou

rc
e 

ap
pr

ov
ed

 b
y 

C
at

er
pi

lla
r:

• 
 Pr

ov
id

e 
(a

t C
at

er
pi

lla
r’s

 c
ho

ice
) n

ew
, R

em
an

uf
ac

tu
re

d,
 o

r C
at

er
pi

lla
r a

pp
ro

ve
d 

re
pa

ire
d 

pa
rts

 o
r a

ss
em

bl
ed

 c
om

po
ne

nt
s 

ne
ed

ed
 to

 c
or

re
ct

 th
e 

de
fe

ct
.

N
ot

e:
  N

ew
, r

em
an

uf
ac

tu
re

d,
 o

r C
at

er
pi

lla
r a

pp
ro

ve
d 

re
pa

ire
d 

pa
rts

 o
r a

ss
em

bl
ed

 
co

m
po

ne
nt

s 
pr

ov
id

ed
 u

nd
er

 th
e 

te
rm

s 
of

 th
is

 w
ar

ra
nt

y 
ar

e 
w

ar
ra

nt
ed

 fo
r 

th
e 

re
m

ai
nd

er
 o

f t
he

 w
ar

ra
nt

y 
pe

rio
d 

ap
pl

ic
ab

le
 to

 th
e 

pr
od

uc
t i

n 
w

hi
ch

 
in

st
al

le
d 

as
 if

 s
uc

h 
pa

rts
 w

er
e 

or
ig

in
al

 c
om

po
ne

nt
s 

of
 th

at
 p

ro
du

ct
. I

te
m

s 
re

pl
ac

ed
 u

nd
er

 th
is

 w
ar

ra
nt

y 
be

co
m

e 
th

e 
pr

op
er

ty
 o

f C
at

er
pi

lla
r.

• 
 R

ep
la

ce
 l

ub
ric

at
in

g 
oi

l, 
fil

te
rs

, 
co

ol
an

t, 
an

d 
ot

he
r 

se
rv

ic
e 

ite
m

s 
m

ad
e 

un
us

ab
le

 b
y 

th
e 

de
fe

ct
.

• 
 Pr

ov
id

e 
re

as
on

ab
le

 a
nd

 c
us

to
m

ar
y 

la
bo

r 
ne

ed
ed

 t
o 

co
rre

ct
 t

he
 d

ef
ec

t, 
in

cl
ud

in
g 

la
bo

r t
o 

di
sc

on
ne

ct
 th

e 
pr

od
uc

t f
ro

m
 a

nd
 re

co
nn

ec
t t

he
 p

ro
du

ct
 to

 
its

 a
tta

ch
ed

 e
qu

ip
m

en
t, 

m
ou

nt
in

g,
 a

nd
 s

up
po

rt 
sy

st
em

s,
 if

 re
qu

ire
d.

SE
LF

57
31

-0
5 

 
Pa

ge
 1

 o
f 4

 



Fo
r n

ew
 3

11
4,

 3
11

6,
 a

nd
 3

12
6 

en
gi

ne
s 

an
d,

 n
ew

 a
nd

 C
at

er
pi

lla
r r

eb
ui

ld
 e

le
ct

ric
 

po
w

er
 g

en
er

at
io

n 
pr

od
uc

ts
 (w

hi
ch

 in
cl

ud
es

 th
e 

fo
llo

w
in

g:
 a

ny
 n

ew
 p

ro
du

ct
s 

of
 

ot
he

r m
an

uf
ac

tu
re

rs
 p

ac
ka

ge
d 

an
d 

so
ld

 b
y 

C
at

er
pi

lla
r)

• 
 Pr

ov
id

e 
tra

ve
l la

bo
r, 

up
 to

 fo
ur

 h
ou

rs
 ro

un
d 

tri
p,

 if
 in

 th
e 

op
in

io
n 

of
 C

at
er

pi
lla

r, 
th

e 
pr

od
uc

t c
an

no
t r

ea
so

na
bl

y 
be

 tr
an

sp
or

te
d 

to
 a

 p
la

ce
 o

f b
us

in
es

s 
of

 a
 

C
at

 d
ea

le
r 

or
 o

th
er

 s
ou

rc
e 

ap
pr

ov
ed

 b
y 

C
at

er
pi

lla
r 

(tr
av

el
 la

bo
r 

in
 e

xc
es

s 
of

 fo
ur

 h
ou

rs
 ro

un
d 

tri
p,

 a
nd

 a
ny

 m
ea

ls
, m

ile
ag

e,
 lo

dg
in

g,
 e

tc
. i

s 
th

e 
us

er
’s

 
re

sp
on

si
bi

lit
y)

. 
Fo

r a
ll 

ot
he

r p
ro

du
ct

s:
• 

 Pr
ov

id
e 

re
as

on
ab

le
 t

ra
ve

l 
ex

pe
ns

es
 f

or
 a

ut
ho

riz
ed

 m
ec

ha
ni

cs
, 

in
cl

ud
in

g 
m

ea
ls

, m
ile

ag
e,

 a
nd

 lo
dg

in
g,

 w
he

n 
C

at
er

pi
lla

r 
ch

oo
se

s 
to

 m
ak

e 
th

e 
re

pa
ir 

on
-s

ite
.

U
se

r R
es

po
ns

ib
ili

tie
s

Th
e 

us
er

 is
 re

sp
on

si
bl

e 
fo

r:
• 

Pr
ov

id
in

g 
pr

oo
f o

f t
he

 d
el

iv
er

y 
da

te
 to

 th
e 

fir
st

 u
se

r.
• 

 La
bo

r c
os

ts
, e

xc
ep

t a
s 

st
at

ed
 u

nd
er

 “C
at

er
pi

lla
r R

es
po

ns
ib

ilit
ie

s,
” i

nc
lu

di
ng

 
co

st
s 

be
yo

nd
 th

os
e 

re
qu

ire
d 

to
 d

is
co

nn
ec

t t
he

 p
ro

du
ct

 fr
om

 a
nd

 re
co

nn
ec

t 
th

e 
pr

od
uc

t t
o 

its
 a

tta
ch

ed
 e

qu
ip

m
en

t, 
m

ou
nt

in
g,

 a
nd

 s
up

po
rt 

sy
st

em
s.

• 
 Tr

av
el

 
or

 
tra

ns
po

rti
ng

 
co

st
s,

 
ex

ce
pt

 
as

 
st

at
ed

 
un

de
r 

“C
at

er
pi

lla
r 

R
es

po
ns

ib
ilit

ie
s.

”
• 

Pr
em

iu
m

 o
r o

ve
rti

m
e 

la
bo

r c
os

ts
.

• 
 Pa

rts
 s

hi
pp

in
g 

ch
ar

ge
s 

in
 e

xc
es

s 
of

 th
os

e 
th

at
 a

re
 u

su
al

 a
nd

 c
us

to
m

ar
y.

• 
Lo

ca
l t

ax
es

, i
f a

pp
lic

ab
le

.
• 

 C
os

ts
 to

 in
ve

st
ig

at
e 

co
m

pl
ai

nt
s,

 u
nl

es
s 

th
e 

pr
ob

le
m

 is
 c

au
se

d 
by

 a
 d

ef
ec

t i
n 

C
at

er
pi

lla
r m

at
er

ia
l o

r w
or

km
an

sh
ip

.
• 

 G
iv

in
g 

tim
el

y 
no

tic
e 

of
 a

 w
ar

ra
nt

ab
le

 f
ai

lu
re

 a
nd

 p
ro

m
pt

ly
 m

ak
in

g 
th

e 
pr

od
uc

t a
va

ila
bl

e 
fo

r r
ep

ai
r.

• 
 Pe

rfo
rm

an
ce

 o
f t

he
 re

qu
ire

d 
m

ai
nt

en
an

ce
 (i

nc
lu

di
ng

 u
se

 o
f p

ro
pe

r f
ue

l, 
oi

l, 
lu

br
ic

an
ts

, a
nd

 c
oo

la
nt

) a
nd

 it
em

s 
re

pl
ac

ed
 d

ue
 to

 n
or

m
al

 w
ea

r a
nd

 te
ar

.
• 

 Al
lo

w
in

g 
C

at
er

pi
lla

r a
cc

es
s 

to
 a

ll 
el

ec
tro

ni
ca

lly
 s

to
re

d 
da

ta
.

Li
m

ita
tio

ns

C
at

er
pi

lla
r i

s 
no

t r
es

po
ns

ib
le

 fo
r:

• 
 Fa

ilu
re

s 
re

su
lti

ng
 f

ro
m

 a
ny

 u
se

 o
r 

in
st

al
la

tio
n 

th
at

 C
at

er
pi

lla
r 

ju
dg

es
 

im
pr

op
er

.
• 

 Fa
ilu

re
s 

re
su

lti
ng

 fr
om

 a
tta

ch
m

en
ts

, a
cc

es
so

ry
 it

em
s,

 a
nd

 p
ar

ts
 n

ot
 s

ol
d 

or
 

ap
pr

ov
ed

 b
y 

C
at

er
pi

lla
r.

PL
EA

SE
 S

EE
 IM

PO
RT

AN
T T

ER
M

S 
AN

D 
CO

ND
ITI

ON
S 

ON
 P

AG
E 

3 
& 

4

• 
Fa

ilu
re

s 
re

su
lti

ng
 fr

om
 a

bu
se

, n
eg

le
ct

, a
nd

/o
r i

m
pr

op
er

 re
pa

ir.
• 

 Fa
ilu

re
s 

re
su

lti
ng

 f
ro

m
 u

se
r’s

 d
el

ay
 in

 m
ak

in
g 

th
e 

pr
od

uc
t 

av
ai

la
bl

e 
af

te
r 

be
in

g 
no

tif
ie

d 
of

 a
 p

ot
en

tia
l p

ro
du

ct
 p

ro
bl

em
.

• 
 Fa

ilu
re

s r
es

ul
tin

g 
fro

m
 u

na
ut

ho
riz

ed
 re

pa
irs

 o
r a

dj
us

tm
en

ts
, a

nd
 u

na
ut

ho
riz

ed
 

fu
el

 s
et

tin
g 

ch
an

ge
s.

 
• 

 D
am

ag
e 

to
 p

ar
ts

, 
fix

tu
re

s,
 h

ou
si

ng
s,

 a
tta

ch
m

en
ts

, 
an

d 
ac

ce
ss

or
y 

ite
m

s 
th

at
 a

re
 n

ot
 p

ar
t o

f t
he

 e
ng

in
e,

 C
at

 S
el

ec
tiv

e 
C

at
al

yt
ic

 R
ed

uc
tio

n 
Sy

st
em

 
or

 e
le

ct
ric

 p
ow

er
 g

en
er

at
io

n 
pr

od
uc

t 
(in

cl
ud

in
g 

an
y 

pr
od

uc
ts

 o
f 

ot
he

r 
m

an
uf

ac
tu

re
rs

 p
ac

ka
ge

d 
an

d 
so

ld
 b

y 
C

at
er

pi
lla

r).
• 

 R
ep

ai
r 

of
 c

om
po

ne
nt

s 
so

ld
 b

y 
C

at
er

pi
lla

r 
th

at
 is

 w
ar

ra
nt

ed
 d

ire
ct

ly
 to

 th
e 

us
er

 b
y 

th
ei

r 
re

sp
ec

tiv
e 

m
an

uf
ac

tu
re

r. 
D

ep
en

di
ng

 o
n 

ty
pe

 o
f 

ap
pl

ic
at

io
n,

 
ce

rta
in

 e
xc

lu
si

on
s 

m
ay

 a
pp

ly.
 C

on
su

lt 
yo

ur
 C

at
 d

ea
le

r f
or

 m
or

e 
in

fo
rm

at
io

n.

 
SE

LF
57

31
-0

5 
Pa

ge
 2

 o
f 4

 
 

(C
on

tin
ue

d 
on

 re
ve

rs
e 

si
de

…
)



Th
is

 w
ar

ra
nt

y 
co

ve
rs

 e
ve

ry
 m

aj
or

 c
om

po
ne

nt
 o

f t
he

 p
ro

du
ct

s.
 C

la
im

s 
un

de
r t

hi
s 

w
ar

ra
nt

y 
sh

ou
ld

 b
e 

su
bm

itt
ed

 to
 a

 p
la

ce
 o

f b
us

in
es

s 
of

 a
 C

at
 d

ea
le

r o
r o

th
er

 s
ou

rc
e 

ap
pr

ov
ed

 b
y 

C
at

er
pi

lla
r. 

Fo
r f

ur
th

er
 

in
fo

rm
at

io
n 

co
nc

er
ni

ng
 e

ith
er

 th
e 

lo
ca

tio
n 

to
 s

ub
m

it 
cl

ai
m

s 
or

 C
at

er
pi

lla
r a

s 
th

e 
is

su
er

 o
f t

hi
s 

w
ar

ra
nt

y,
 

w
rit

e 
C

at
er

pi
lla

r I
nc

., 
10

0 
N

.E
. A

da
m

s 
St

., 
Pe

or
ia

, I
L 

U
SA

 6
16

29
, t

el
ep

ho
ne

 1
 (3

09
) 6

75
-1

00
0,

 o
r g

o 
to

 U
R

L,
 w

w
w.

ca
t.c

om
, F

in
d 

Yo
ur

 D
ea

le
r.

C
at

er
pi

lla
r’s

 o
bl

ig
at

io
ns

 u
nd

er
 t

hi
s 

Li
m

ite
d 

W
ar

ra
nt

y 
ar

e 
su

bj
ec

t 
to

, 
an

d 
sh

al
l 

no
t 

ap
pl

y 
in

 
co

nt
ra

ve
nt

io
n 

of
, t

he
 la

w
s,

 ru
le

s,
 re

gu
la

tio
ns

, d
ire

ct
iv

es
, o

rd
in

an
ce

s,
 o

rd
er

s,
 o

r s
ta

tu
te

s 
of

 th
e 

U
ni

te
d 

St
at

es
, o

r o
f a

ny
 o

th
er

 a
pp

lic
ab

le
 ju

ris
di

ct
io

n,
 w

ith
ou

t r
ec

ou
rs

e 
or

 li
ab

ilit
y 

w
ith

 re
sp

ec
t t

o 
C

at
er

pi
lla

r.

A
) 

Fo
r 

pr
od

uc
ts

 o
pe

ra
tin

g 
ou

ts
id

e 
of

 A
us

tra
lia

, F
iji

, N
au

ru
, N

ew
 C

al
ed

on
ia

, N
ew

 Z
ea

la
nd

, P
ap

ua
 

N
ew

 G
ui

ne
a,

 th
e 

S
ol

om
on

 Is
la

nd
s,

 a
nd

 T
ah

iti
, t

he
 fo

llo
w

in
g 

is
 a

pp
lic

ab
le

:

N
EI

TH
ER

 T
H

E 
FO

R
EG

O
IN

G
 E

XP
R

ES
S 

W
A

R
R

A
N

TY
 N

O
R

 A
N

Y 
O

TH
ER

 W
A

R
R

A
N

TY
 B

Y 
C

AT
ER

PI
LL

A
R

, 
EX

PR
ES

S 
O

R
 I

M
PL

IE
D

, 
IS

 A
PP

LI
C

A
B

LE
 T

O
 A

N
Y 

IT
EM

 C
AT

ER
PI

LL
A

R
 

SE
LL

S 
TH

AT
 IS

 W
A

R
R

A
N

TE
D

 D
IR

EC
TL

Y 
TO

 T
H

E 
U

SE
R

 B
Y 

IT
S 

M
A

N
U

FA
C

TU
R

ER
.

TH
IS

 W
A

R
R

A
N

TY
 I

S 
EX

PR
ES

SL
Y 

IN
 L

IE
U

 O
F 

A
N

Y 
O

TH
ER

 W
A

R
R

A
N

TI
ES

, 
EX

PR
ES

S 
O

R
 I

M
PL

IE
D

, 
IN

C
LU

D
IN

G
 A

N
Y 

W
A

R
R

A
N

TY
 O

F 
M

ER
C

H
A

N
TA

B
IL

IT
Y 

O
R

 F
IT

N
ES

S 
FO

R
 

A 
PA

R
TI

C
U

LA
R

 P
U

R
PO

SE
, 

EX
C

EP
T 

C
AT

ER
PI

LL
A

R
 E

M
IS

SI
O

N
-R

EL
AT

ED
 C

O
M

PO
N

EN
T 

W
A

R
R

A
N

TI
ES

 F
O

R
 N

EW
 E

N
G

IN
ES

, 
W

H
ER

E 
A

PP
LI

C
A

B
LE

. 
R

EM
ED

IE
S 

U
N

D
ER

 T
H

IS
 

W
A

R
R

A
N

TY
 A

R
E 

LI
M

IT
ED

 T
O

 T
H

E 
PR

O
VI

SI
O

N
 O

F 
M

AT
ER

IA
L 

A
N

D
 S

ER
VI

C
ES

, 
A

S 
SP

EC
IF

IE
D

 H
ER

EI
N

. 

C
AT

ER
PI

LL
A

R
 IS

 N
O

T 
R

ES
PO

N
SI

B
LE

 F
O

R
 IN

C
ID

EN
TA

L 
O

R
 C

O
N

SE
Q

U
EN

TI
A

L 
D

A
M

A
G

ES
. 

C
AT

ER
PI

LL
A

R
 E

XC
LU

D
ES

 A
LL

 L
IA

B
IL

IT
Y 

FO
R

 O
R

 A
R

IS
IN

G
 F

R
O

M
 A

N
Y 

N
EG

LI
G

EN
C

E 
O

N
 

IT
S 

PA
R

T 
O

R
 O

N
 T

H
E 

PA
R

T 
O

F 
A

N
Y 

O
F 

IT
S 

EM
PL

O
YE

ES
, A

G
EN

TS
, O

R
 R

EP
R

ES
EN

TA
TI

VE
S 

IN
 R

ES
PE

C
T 

O
F 

TH
E 

M
A

N
U

FA
C

TU
R

E 
O

R
 S

U
PP

LY
 O

F 
G

O
O

D
S 

O
R

 T
H

E 
PR

O
VI

SI
O

N
 O

F 
SE

RV
IC

ES
 R

EL
AT

IN
G

 T
O

 T
H

E 
G

O
O

D
S.

 

IF
 O

TH
ER

W
IS

E 
A

PP
LI

C
A

B
LE

, 
TH

E 
VI

EN
N

A 
C

O
N

VE
N

TI
O

N
 O

N
 C

O
N

TR
A

C
TS

 F
O

R
 T

H
E 

IN
TE

R
N

AT
IO

N
A

L 
SA

LE
 O

F 
G

O
O

D
S 

IS
 E

XC
LU

D
ED

 IN
 IT

S 
EN

TI
R

ET
Y.

Fo
r p

er
so

na
l o

r f
am

ily
 u

se
 e

ng
in

es
 o

r e
le

ct
ric

 p
ow

er
 g

en
er

at
io

n 
pr

od
uc

ts
, o

pe
ra

tin
g 

in
 th

e 
U

SA
, i

ts
 

te
rri

to
rie

s 
an

d 
po

ss
es

si
on

s,
 s

om
e 

st
at

es
 d

o 
no

t a
llo

w
 li

m
ita

tio
ns

 o
n 

ho
w

 lo
ng

 a
n 

im
pl

ie
d 

w
ar

ra
nt

y 
m

ay
 la

st
 n

or
 a

llo
w

 th
e 

ex
cl

us
io

n 
or

 li
m

ita
tio

n 
of

 in
ci

de
nt

al
 o

r 
co

ns
eq

ue
nt

ia
l d

am
ag

es
. T

he
re

fo
re

, 
th

e 
pr

ev
io

us
ly

 e
xp

re
ss

ed
 e

xc
lu

si
on

 m
ay

 n
ot

 a
pp

ly
 to

 y
ou

. T
hi

s 
w

ar
ra

nt
y 

gi
ve

s 
yo

u 
sp

ec
ifi

c 
le

ga
l 

rig
ht

s 
an

d 
yo

u 
m

ay
 a

ls
o 

ha
ve

 o
th

er
 r

ig
ht

s,
 w

hi
ch

 v
ar

y 
by

 ju
ris

di
ct

io
n.

 T
o 

fin
d 

th
e 

lo
ca

tio
n 

of
 th

e 
ne

ar
es

t C
at

 d
ea

le
r 

or
 o

th
er

 a
ut

ho
riz

ed
 r

ep
ai

r 
fa

ci
lit

y,
 c

al
l (

80
0)

 4
47

-4
98

6.
 If

 y
ou

 h
av

e 
qu

es
tio

ns
 

co
nc

er
ni

ng
 th

is
 w

ar
ra

nt
y 

or
 it

s 
ap

pl
ic

at
io

ns
, c

al
l o

r w
rit

e:
 

In
 U

SA
 a

nd
 C

an
ad

a:
 C

at
er

pi
lla

r 
In

c,
 1

00
 N

.E
. 

Ad
am

s 
St

., 
Pe

or
ia

, 
IL

 U
SA

 6
16

29
, 

At
te

nt
io

n:
 

C
us

to
m

er
 S

er
vi

ce
 M

an
ag

er
, T

el
ep

ho
ne

 1
 (3

09
) 6

75
-1

00
0.

 O
ut

si
de

 th
e 

U
SA

 a
nd

 C
an

ad
a:

 C
on

ta
ct

 
yo

ur
 C

at
 d

ea
le

r, 
go

 to
 U

R
L,

 w
w

w.
ca

t.c
om

, F
in

d 
Yo

ur
 D

ea
le

r.

B
) 

Fo
r 

pr
od

uc
ts

 o
pe

ra
tin

g 
in

 A
us

tra
lia

, 
Fi

ji,
 N

au
ru

, 
N

ew
 C

al
ed

on
ia

, 
N

ew
 Z

ea
la

nd
, 

P
ap

ua
 N

ew
 

G
ui

ne
a,

 th
e 

S
ol

om
on

 Is
la

nd
s,

 a
nd

 T
ah

iti
, t

he
 fo

llo
w

in
g 

is
 a

pp
lic

ab
le

:

TH
IS

 W
A

R
R

A
N

TY
 I

S 
IN

 A
D

D
IT

IO
N

 T
O

 W
A

R
R

A
N

TI
ES

 A
N

D
 C

O
N

D
IT

IO
N

S 
IM

PL
IE

D
 B

Y 
ST

AT
U

TE
 A

N
D

 O
TH

ER
 S

TA
TU

TO
RY

 R
IG

H
TS

 A
N

D
 O

B
LI

G
AT

IO
N

S 
TH

AT
 B

Y 
A

N
Y 

A
PP

LI
C

A
B

LE
 

LA
W

 C
A

N
N

O
T 

B
E 

EX
C

LU
D

ED
, 

R
ES

TR
IC

TE
D

, 
O

R
 M

O
D

IF
IE

D
 (

“M
A

N
D

AT
O

RY
 R

IG
H

TS
”)

. 
A

LL
 O

TH
ER

 W
A

R
R

A
N

TI
ES

 O
R

 C
O

N
D

IT
IO

N
S,

 E
XP

R
ES

S 
O

R
 I

M
PL

IE
D

 (
B

Y 
ST

AT
U

TE
 O

R
 

O
TH

ER
W

IS
E)

, 
A

R
E 

EX
C

LU
D

ED
. 

W
IT

H
O

U
T 

LI
M

IT
IN

G
 T

H
E 

FO
R

EG
O

IN
G

 P
R

O
VI

SI
O

N
S 

O
F 

TH
IS

 P
A

R
A

G
R

A
PH

, W
H

ER
E 

A 
PR

O
D

U
C

T 
IS

 S
U

PP
LI

ED
 F

O
R

 B
U

SI
N

ES
S 

PU
R

PO
SE

S,
 T

H
E 

C
O

N
SU

M
ER

 G
U

A
R

A
N

TE
ES

 U
N

D
ER

 T
H

E 
C

O
N

SU
M

ER
 G

U
A

R
A

N
TE

ES
 A

C
T 

19
93

 (N
Z)

 W
IL

L 
N

O
T 

A
PP

LY
.

N
EI

TH
ER

 T
H

IS
 W

A
R

R
A

N
TY

 N
O

R
 A

N
Y 

O
TH

ER
 C

O
N

D
IT

IO
N

 O
R

 W
A

R
R

A
N

TY
 B

Y 
C

AT
ER

PI
LL

A
R

, 
EX

PR
ES

S 
O

R
 IM

PL
IE

D
 (

SU
B

JE
C

T 
O

N
LY

 T
O

 T
H

E 
M

A
N

D
AT

O
RY

 R
IG

H
TS

), 
IS

 A
PP

LI
C

A
B

LE
 

TO
 A

N
Y 

IT
EM

 C
AT

ER
PI

LL
A

R
 S

EL
LS

 T
H

AT
 IS

 W
A

R
R

A
N

TE
D

 D
IR

EC
TL

Y 
TO

 T
H

E 
U

SE
R

 B
Y 

IT
S 

M
A

N
U

FA
C

TU
R

ER
.

IF
 T

H
E 

M
A

N
D

AT
O

RY
 R

IG
H

TS
 M

A
K

E 
C

AT
ER

PI
LL

A
R

 L
IA

B
LE

 I
N

 C
O

N
N

EC
TI

O
N

 W
IT

H
 

SE
RV

IC
ES

 O
R

 G
O

O
D

S,
 T

H
EN

 T
O

 T
H

E 
EX

TE
N

T 
PE

R
M

IT
TE

D
 U

N
D

ER
 T

H
E 

M
A

N
D

AT
O

RY
 

R
IG

H
TS

, T
H

AT
 L

IA
B

IL
IT

Y 
SH

A
LL

 B
E 

LI
M

IT
ED

 A
T 

C
AT

ER
PI

LL
A

R
’S

 O
PT

IO
N

 T
O

 (
a)

 IN
 T

H
E 

C
A

SE
 O

F 
SE

RV
IC

ES
, T

H
E 

SU
PP

LY
 O

F 
TH

E 
SE

RV
IC

ES
 A

G
A

IN
 O

R
 T

H
E 

PA
YM

EN
T 

O
F 

TH
E 

C
O

ST
 O

F 
H

AV
IN

G
 T

H
E 

SE
RV

IC
ES

 S
U

PP
LI

ED
 A

G
A

IN
 A

N
D

 (b
) I

N
 T

H
E 

C
A

SE
 O

F 
G

O
O

D
S,

 T
H

E 
R

EP
A

IR
 O

R
 R

EP
LA

C
EM

EN
T 

O
F 

TH
E 

G
O

O
D

S,
 T

H
E 

SU
PP

LY
 O

F 
EQ

U
IV

A
LE

N
T 

G
O

O
D

S,
 T

H
E 

PA
YM

EN
T 

O
F 

TH
E 

C
O

ST
 O

F 
SU

C
H

 R
EP

A
IR

 O
R

 R
EP

LA
C

EM
EN

T 
O

R
 T

H
E 

A
C

Q
U

IS
IT

IO
N

 O
F 

EQ
U

IV
A

LE
N

T 
G

O
O

D
S.

C
AT

ER
PI

LL
A

R
 E

XC
LU

D
ES

 A
LL

 L
IA

B
IL

IT
Y 

FO
R

 O
R

 A
R

IS
IN

G
 F

R
O

M
 A

N
Y 

N
EG

LI
G

EN
C

E 
O

N
 

IT
S 

PA
R

T 
O

R
 O

N
 T

H
E 

PA
R

T 
O

F 
A

N
Y 

O
F 

IT
S 

EM
PL

O
YE

ES
, A

G
EN

TS
 O

R
 R

EP
R

ES
EN

TA
TI

VE
S 

IN
 R

ES
PE

C
T 

O
F 

TH
E 

M
A

N
U

FA
C

TU
R

E 
O

R
 S

U
PP

LY
 O

F 
G

O
O

D
S 

O
R

 T
H

E 
PR

O
VI

SI
O

N
 O

F 
SE

RV
IC

ES
 R

EL
AT

IN
G

 T
O

 T
H

E 
G

O
O

D
S.

C
AT

ER
PI

LL
A

R
 IS

 N
O

T 
LI

A
B

LE
 F

O
R

 IN
C

ID
EN

TA
L 

O
R

 C
O

N
SE

Q
U

EN
TI

A
L 

D
A

M
A

G
ES

 U
N

LE
SS

 
IM

PO
SE

D
 U

N
D

ER
 M

A
N

D
AT

O
RY

 R
IG

H
TS

. 

IF
 O

TH
ER

W
IS

E 
A

PP
LI

C
A

B
LE

, 
TH

E 
VI

EN
N

A 
C

O
N

VE
N

TI
O

N
 O

N
 C

O
N

TR
A

C
TS

 F
O

R
 T

H
E 

IN
TE

R
N

AT
IO

N
A

L 
SA

LE
 O

F 
G

O
O

D
S 

IS
 E

XC
LU

D
ED

 IN
 IT

S 
EN

TI
R

ET
Y.

C
) F

or
 p

ro
du

ct
s 

su
pp

lie
d 

in
 A

us
tra

lia
:

IF
 T

H
E 

PR
O

D
U

C
TS

 T
O

 W
H

IC
H

 T
H

IS
 W

A
R

R
A

N
TY

 A
PP

LI
ES

 A
R

E:

I. 
PR

O
D

U
C

TS
 O

F 
A 

K
IN

D
 O

R
D

IN
A

R
IL

Y 
A

C
Q

U
IR

ED
 F

O
R

 P
ER

SO
N

A
L,

 D
O

M
ES

TI
C

 O
R

 
H

O
U

SE
H

O
LD

 U
SE

 O
R

 C
O

N
SU

M
PT

IO
N

; O
R

II.
 P

R
O

D
U

C
TS

 T
H

AT
 C

O
ST

 A
U

D
 1

00
,0

00
 O

R
 L

ES
S,

 

W
H

ER
E 

TH
O

SE
 P

R
O

D
U

C
TS

 W
ER

E 
N

O
T 

A
C

Q
U

IR
ED

 F
O

R
 T

H
E 

PU
R

PO
SE

 O
F 

R
E-

SU
PP

LY
 O

R
 

FO
R

 T
H

E 
PU

R
PO

SE
 O

F 
U

SI
N

G
 T

H
EM

 U
P 

O
R

 T
R

A
N

SF
O

R
M

IN
G

 T
H

EM
 IN

 T
H

E 
C

O
U

R
SE

 O
F 

PR
O

D
U

C
TI

O
N

 O
R

 M
A

N
U

FA
C

TU
R

E 
O

R
 IN

 T
H

E 
C

O
U

R
SE

 O
F 

R
EP

A
IR

IN
G

 O
TH

ER
 G

O
O

D
S 

O
R

 
FI

XT
U

R
ES

, T
H

EN
 T

H
IS

 S
EC

TI
O

N
 C

 A
PP

LI
ES

. 

TH
E 

FO
LL

O
W

IN
G

 M
A

N
D

AT
O

RY
 T

EX
T 

IS
 I

N
C

LU
D

ED
 P

U
R

SU
A

N
T 

TO
 T

H
E 

A
U

ST
R

A
LI

A
N

 
C

O
N

SU
M

ER
 L

AW
 A

N
D

 I
N

C
LU

D
ES

 R
EF

ER
EN

C
ES

 T
O

 R
IG

H
TS

 T
H

E 
U

SE
R

 M
AY

 H
AV

E 
A

G
A

IN
ST

 T
H

E 
D

IR
EC

T 
SU

PP
LI

ER
 O

F 
TH

E 
PR

O
D

U
C

TS
: 

O
U

R
 G

O
O

D
S 

C
O

M
E 

W
IT

H
 

G
U

A
R

A
N

TE
ES

 T
H

AT
 C

A
N

N
O

T 
B

E 
EX

C
LU

D
ED

 U
N

D
ER

 T
H

E 
A

U
ST

R
A

LI
A

N
 C

O
N

SU
M

ER
 

LA
W

. Y
O

U
 A

R
E 

EN
TI

TL
ED

 T
O

 A
 R

EP
LA

C
EM

EN
T 

O
R

 R
EF

U
N

D
 F

O
R

 A
 M

A
JO

R
 F

A
IL

U
R

E 
A

N
D

 

SE
LF

57
31

-0
5 

 
Pa

ge
 3

 o
f 4

 
 (C

on
tin

ue
d 

on
 re

ve
rs

e 
si

de
…

)



C
O

M
PE

N
SA

TI
O

N
 F

O
R

 A
N

Y 
O

TH
ER

 R
EA

SO
N

A
B

LY
 F

O
R

ES
EE

A
B

LE
 L

O
SS

 O
R

 D
A

M
A

G
E.

 
YO

U
 A

R
E 

A
LS

O
 E

N
TI

TL
ED

 T
O

 H
AV

E 
TH

E 
G

O
O

D
S 

R
EP

A
IR

ED
 O

R
 R

EP
LA

C
ED

 I
F 

TH
E 

G
O

O
D

S 
FA

IL
 T

O
 B

E 
O

F 
A

C
C

EP
TA

B
LE

 Q
U

A
LI

TY
 A

N
D

 T
H

E 
FA

IL
U

R
E 

D
O

ES
 N

O
T 

A
M

O
U

N
T 

TO
 A

 M
A

JO
R

 F
A

IL
U

R
E.

 T
H

E 
IN

C
LU

SI
O

N
 O

F 
TH

IS
 T

EX
T 

D
O

ES
 N

O
T 

C
O

N
ST

IT
U

TE
 A

N
Y 

R
EP

R
ES

EN
TA

TI
O

N
 O

R
 A

C
C

EP
TA

N
C

E 
B

Y 
C

AT
ER

PI
LL

A
R

 O
F 

LI
A

B
IL

IT
Y 

TO
 T

H
E 

U
SE

R
 O

R
 

A
N

Y 
O

TH
ER

 P
ER

SO
N

 IN
 A

D
D

IT
IO

N
 T

O
 T

H
AT

 W
H

IC
H

 C
AT

ER
PI

LL
A

R
 M

AY
 H

AV
E 

U
N

D
ER

 T
H

E 
A

U
ST

R
A

LI
A

N
 C

O
N

SU
M

ER
 L

AW
.

TO
 T

H
E 

EX
TE

N
T 

TH
E 

PR
O

D
U

C
TS

 F
A

LL
 W

IT
H

IN
 T

H
IS

 S
EC

TI
O

N
 C

 B
U

T 
A

R
E 

N
O

T 
O

F 
A 

K
IN

D
 O

R
D

IN
A

R
IL

Y 
A

C
Q

U
IR

ED
 F

O
R

 P
ER

SO
N

A
L,

 D
O

M
ES

TI
C

 O
R

 H
O

U
SE

H
O

LD
 U

SE
 O

R
 

C
O

N
SU

M
PT

IO
N

, C
AT

ER
PI

LL
A

R
 L

IM
IT

S 
IT

S 
LI

A
B

IL
IT

Y 
TO

 T
H

E 
EX

TE
N

T 
IT

 IS
 P

ER
M

IT
TE

D
 

TO
 D

O
 S

O
 U

N
D

ER
 T

H
E 

A
U

ST
R

A
LI

A
N

 C
O

N
SU

M
ER

 L
AW

 T
O

, A
T 

IT
S 

O
PT

IO
N

, T
H

E 
R

EP
A

IR
 

O
R

 R
EP

LA
C

EM
EN

T 
O

F 
TH

E 
PR

O
D

U
C

TS
, T

H
E 

SU
PP

LY
 O

F 
EQ

U
IV

A
LE

N
T 

PR
O

D
U

C
TS

, O
R

 
TH

E 
PA

YM
EN

T 
O

F 
TH

E 
C

O
ST

 O
F 

SU
C

H
 R

EP
A

IR
 O

R
 R

EP
LA

C
EM

EN
T 

O
R

 T
H

E 
A

C
Q

U
IS

IT
IO

N
 

O
F 

EQ
U

IV
A

LE
N

T 
PR

O
D

U
C

TS
. 

TH
E 

W
A

R
R

A
N

TY
 S

ET
 O

U
T 

IN
 T

H
IS

 D
O

C
U

M
EN

T 
IS

 G
IV

EN
 B

Y 
C

AT
ER

PI
LL

A
R

 I
N

C
. 

O
R

 
A

N
Y 

O
F 

IT
S 

SU
B

SI
D

IA
R

IE
S,

 1
00

 N
. 

E.
 A

D
A

M
S 

ST
, 

PE
O

R
IA

, 
IL

 U
SA

 6
16

29
, 

TE
LE

PH
O

N
E 

1 
30

9 
67

5 
10

00
,T

H
E 

U
SE

R
 I

S 
R

ES
PO

N
SI

B
LE

 F
O

R
 A

LL
 C

O
ST

S 
A

SS
O

C
IA

TE
D

 W
IT

H
 

M
A

K
IN

G
 A

 C
LA

IM
 U

N
D

ER
 T

H
E 

W
A

R
R

A
N

TY
 S

ET
 O

U
T 

IN
 T

H
IS

 D
O

C
U

M
EN

T,
 E

XC
EP

T 
A

S 
EX

PR
ES

SL
Y 

ST
AT

ED
 O

TH
ER

W
IS

E 
IN

 T
H

IS
 D

O
C

U
M

EN
T,

 A
N

D
 T

H
E 

U
SE

R
 I

S 
R

EF
ER

R
ED

 
TO

 T
H

E 
B

A
LA

N
C

E 
O

F 
TH

E 
D

O
C

U
M

EN
T 

TE
R

M
S 

C
O

N
C

ER
N

IN
G

 C
LA

IM
 P

R
O

C
ED

U
R

ES
, 

C
AT

ER
PI

LL
A

R
 R

ES
PO

N
SI

B
IL

IT
IE

S 
A

N
D

 U
SE

R
 R

ES
PO

N
SI

B
IL

IT
IE

S.

TO
 T

H
E 

EX
TE

N
T 

PE
R

M
IS

SI
B

LE
 B

Y 
LA

W
, 

TH
E 

TE
R

M
S 

SE
T 

O
U

T 
IN

 T
H

E 
R

EM
A

IN
D

ER
 

O
F 

TH
IS

 W
A

R
R

A
N

TY
 D

O
C

U
M

EN
T 

(IN
C

LU
D

IN
G

 S
EC

TI
O

N
 B

) 
C

O
N

TI
N

U
E 

TO
 A

PP
LY

 T
O

 
PR

O
D

U
C

TS
 T

O
 W

H
IC

H
 T

H
IS

 S
EC

TI
O

N
 C

 A
PP

LI
ES

. 

©
 2

02
6 

C
at

er
pi

lla
r. 

Al
l R

ig
ht

s 
R

es
er

ve
d.

C
AT

, C
AT

ER
PI

LL
AR

, L
ET

’S
 D

O
 T

H
E 

W
O

R
K,

th
ei

r r
es

pe
ct

ive
 lo

go
s,

 “C
at

er
pi

lla
r C

or
po

ra
te

 Y
el

lo
w

”, 
th

e 
“P

ow
er

 E
dg

e”
 a

nd
 C

at
 “M

od
er

n 
H

ex
” t

ra
de

 d
re

ss
 a

s 
w

el
l a

s 
co

rp
or

at
e 

an
d 

pr
od

uc
t i

de
nt

ity
 u

se
d 

he
re

in
, 

ar
e 

tra
de

m
ar

ks
 o

f C
at

er
pi

lla
r a

nd
 m

ay
 n

ot
 b

e 
us

ed
 w

ith
ou

t p
er

m
iss

io
n.

 
SE

LF
57

31
-0

5 
Pa

ge
 4

 o
f 4

 
 


